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EXECirriVE SUMMARY

The Euparuk River Unit Owners are proposing a modification to the 

source inventory for the Kuparuk River Unit (KRU) to reflect current engineer­
ing design refinements proposed for the KRU. The proposed KRU engineering 

design refinements indicate a need for 395 BOf Btu/hr of heater capacity and 10 

MHP of turbine capacity. This requirement for heater and turbine capacity 

will be balanced by deletions of previously permitted, but currently non- 
essential, heater and turbine capacity in the KRU.

The purpose of this document is to request an administrative change 

to the Prevention of Significant Deterioration (PSD) permit issued for the KRU 

to incorporate the proposed Engineering Refinement to the KRU. To support 
this request an air quality impact analysis was performed to assess any air 

quality impact changes resulting from the proposed Engineering Refinement. 
The maximum predicted impacts for nitrogen dioxide (NOa), total suspended par­
ticulate matter (TSP), and sulfur dioxide (SOa) decreased for all averaging 

times.

Emissions of total hydrocarbons (TEC) and carbon monoxide (CO) will 
decrease for the Engineering Refinement to the KRU. Since previous analyses 

for the impacts of ozone (Oa) and CO were extremely conservative, previously 

predicted impacts of Oa and CO remain valid and were not repeated.

The predicted air quality impacts due to the proposed Engineering 

Refinement to the KRU will not approach any National Ambient Air Quality Stan­
dard (NAAQS) or PSD increment.



1.0 INTRODUCTION

This request for an administrative change to the Enparuk River Unit 
PSD permit application addresses impacts associated with design changes for 

the Enparuk River Unit (ERU) facilities. The overall concept of the Enparuk 

River Unit facilities is unchanged from that presented in the February 1983 

permit application. The ERU facilties will still consist of drill sites, 
water injection facilities, power production facilities, a combined waste 

incinerator, and expansion of the existing Central Production Facility 

(CPF-1). Existing and previously licensed sources at CPF-1 will not change 

from the description in the original permit application.

Gas turbines and heaters still constitute the majority of the pol­
lutant-emitting sources. A more detailed discussion of emissions sources, 
proposed emission controls, and air quality impacts of the engineering 

refinement to the Euparuk River Unit is contained in the remainder of this 

report.

1.1 Applicant Information

This request for an administrative change to PSD Permit Number 
PSD-X82-01 is being submitted by ARCO Alaska, Inc. (a subsidiary of Atlantic 

Richfield Company), operator for the Euparuk River Unit. Addresses and con­
tacts are as follows:

Owners

Euparuk River Unit

Address of Operator

ARCO Alaska, Incorporated 
Post Office Box 360 
Anchorage, Alaska 99510



1.2

Individuals Anthorized to Act for Applicant

L. E. Tate
Vice President
ARCO Alaska, Incorporated
Post Office Box 360
Anchorage, Alaska 99510
(907)277-5637

6. Scott Ronzio 
ARCO Alaska, Incorporated 
Post Office Box 360 
Anchorage, Alaska 99510 
(907)265-6951

Alan Schuyler 
ARCO Alaska, Incorporated 
Post Office Box 360 
Anchorage, Alaska 99510 
(907)263-4307

Location of Facilities

Kuparuk Oil Field 
Kuparuk, Alaska

Approximate Center of Kuparuk Field:

Latitude: 70« 20' N
Longitude: 149* 47' W
IITM Coordinates: 401.0 km East, 7802.8 km North
DTM Zone: 6

Existing and Permitted Sources and Emissions

The inventory of existing and permitted sources examined as part of 
the air quality analysis for the original permit application has been reviewed 

to ensure currentness, quality, and completeness. All additions and deletions 

to this inventory have been incorporated into the modeled inventory for this 

administrative change request air quality analysis. The entire inventory is 

shown in Tables A-1 through A-12.



The Alaska DEC and EPA Region X were contacted to determine whether 
any additional sources should be included in the analysis. No additional 
sources were identified.

Prudhoe Bay sources are approximately 36 kilometers from the Kuparuk 

sources, and their impact in the vicinity of the Kuparuk sources will be 

small. However, Prudhoe Bay sources are included, where necessary, to ensure 

a complete Inventory.

1.3 Proposed Changes

The current Kuparuk River Unit facilities design does not change the 

basic character of the Kuparuk River Unit production plan. Gas-fired heaters 

and turbines will continue to be the primary sources of atmospheric emissions, 
although there are differences in the numbers of various units and the distri­
bution of the production facilities in the oil field. Table 1-1 presents a 

comparison of the total emissions as currently proposed and as currently per­
mitted and demonstrates that the currently proposed emissions are lower for 

each pollutant. Table 1-2 shows the currently proposed emissions distribution 

by source type.

The regional location of the Kuparuk River Unit will not change; 
however, changes in the number and location of sources within the individual 
production facilities in the oil field will occur. The location of the 

Kuparuk River Unit is shown in Figure 1-1.

The new oil field development plan calls for four facilities rather 

than the previnsly permitted three facilities. The production facilities will 
be named Central Production Facility-1 (CPF-1), Central Production Facility-2 

(CPF-2), Central Production Facility-3 (CPF-3), and the Oliktok Point Facility 

(OP). The previously permitted facilities were the Central Production Facil­

ity—!, the Central Production Facility-2, and the Central Production Facil­
ity-3. The currently proposed locations of the facilities in the oil field 

are shown in Figure 1-2.



TABLE 1-1. POTENTIAL EMISSIONS FROM THE PROPOSED FACILITY (TONS/YR)

Pollutant
February 1983 

Permitted Emissions Currently Proposed*

NOj 14,122 12,926

SO, 85 84

PM 344 340

VOC 51 47b

CO 2,789 2,564

^Currently proposed emissions were estimated by the 
EPA Region X for the February 1983 PSD permit.

same methods as used by

Volatile Organic Compound (VOC) emissions are based on 10 percent of total
hydrocarbon emissions.



Pollutant

NOx

SO.

PM

VOC

CO

February 1983 PSD Perm!t Currently Proposed Sources
Turbines Heaters Incinerator Turbines Heaters Incinerator
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Figure 1-1. Location of the Kuparuk Area
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Gas Tnrbines

The total number of tnrbines proposed for the Enparnk River Unit 
expansion will be reduced from 46 to 45. The turbines range in capacity from 

5 MHP to 34 MHP with a total rating of 518 MHP. The previously permitted tur­
bine capacity was 570 MHP. The updated equipment list is shown in Table 1-3. 
Table 1-4 shows in detail all of the additions and deletions proposed for the 

KRU.

Heaters

A total of 71 space and process heaters will be installed in the 

Enparuk River Unit as part of this revised permit application. Total revised 

heater capacity is 1045 MM Btu/hr. Previously sixty heaters were permitted 

for a total heater capacity of 650 MM Btu/hr. The natural gas composition is 

identical to that previously permitted and is shown in Appendix B.

Heater emission rates are presented in Table A-12 of Appendix A. 
Emission rates are calculated in a manner identical to that in the original 
permit application. Sample calculations appear in Appendix B.

Combined Waste Incinerator

A 765 Ib/hr combined waste incinerator is proposed for CPF-1 in the 

February 1983 permit application. No stack parameter or emission rate changes 

are proposed for this source.



TABLE 1-3. KUPARUK RIVER UNIT SOURCE COMPARISON

Prevloatlv Permitted Facilities Source List Revised Fscilitles Source List

Location
Number 

of Units Description Location
Number 

of Units Description

Central Production 6 5 HHP Turbines Central Production 6 5 HHP Turbines
Faclllty-1 3 14 MBP Turbines Facility-1 2 14 HHP Turbines

8 34 MBP Turbines 7 34 HHP Turbines
21 10 HH Btu/hr Beaters* 21 10 MM Btu/hr Heaters*

1 765 Ib/hr Incinerator 1 765 Ib/hr Incinerator
1 40 HH Btu/hr Heater 1 40 HH Btu/hr Heater

2 20 HH Bto/hr Heaters

Central Production 10 5 HHP Turbines Central Production 10 5 HHP Turbines
Facility-2 4 14 HHP Turbines Facility-2 3 14 HHP Turbines

18 10 HH Btu/hr Heaters* 18 10 MM Btu/hr Heaters*
1 20 HH Btu/hr Heater 1 20 HM Bto/hr Beater

4 20 MM Bto/hr Heaters

Central Production 10 S HHP Turbines Central Production 10 5 HHP Turbines
Facllity-3 5 14 HHP Turbines Faoillty-3 5 14 HHP Turbines

18 10 HM Btu/hr Heaters* 18 10 HM Bto/hr Heaters*
1 20 HM Bto/hr Heater 1 20 MM Bto/hr Heater

Ollktok Point Facility 2 5 HHP Turbines
2 40 HM Btu/hr Heaters
3 65 MM Bto/hr Heaters

*Tlie 10 HM Bto/hr beaters are ataigned to the prodoctlon facilities for dltperalon ^deling porpoaea. 
will be conatrocted at sites thronghout the Knparnk Oil Field. ^ In aotnallty, they

1/7 / 'JIO 6T0

O Jh

<C{ e
/^eC



TABLE 1-4. COMPARISON OF CURRENTLY PERMITTED AND PROPOSED ENGINEERING REFINEMENT CAPAGITIES 
AND EMISSIONS IN THE KUPARUK RIVER UNIT

DTH Coordinates

Status Facility Pernit
Easting

(ka.)
Northing

(kai)

Equivalent 
Niunber of 

Units*

Modeled Equivalent Unit 
Cauacltv

HHP MM Btu/hr
Epissions Rate (ton/vear) 

NO PM SO,

I-*
O

Currently Permitted CPF-1 KRU 2/83 401.25 7804.25 1 34 - 819 18 4
Source Deletions CPF-1 KRU 2/83 401.25 7804.25 1 14 - 337 7 2

CPF-2 KRU 2/83 391.43 7800.45 1 M -
_331 JL 2

Total 62 - 1593 32 8

Proposed ERD CPF-1 Proposed 402.52 7804.079 2 _ 20 17.3 2.5 0.6
Engineering CPF-2 KRU Admin­ 391.434 7800.452 4 - 20 35.1 4.7 1.1
Refinement Sources OP istrative 393.286 7825.290 2 5 - 241 5.0 1.5

OP Change 393.286 7825.290 2 - 40 35.1 4.7 1.1
OP 393.284 7825.342 3

—
65 68,S iLJ. Ltl

Total 10 395 397 28.4 7.0

Net Change (52) 395 (1196) (3.6) (1.0)

*In order to retain production flexibility, the Unit Owners have permitted a total turbine capacity rather than specific units. Conservative
modeling methods have been employed in that the stack parameters of the smallest turbine consistent with intended turbine use were modeled. 
The number of units is therefore the equivalent modeled number of a specific size turbine needed to produce the total permitted capacity.



2.0 DESCRIPTION OF THE EXISTING ENVIRONMENT

This section discusses the existing environment in the proposed 

Knparnk Development Project area. This discussion updates the information 

presented in previous PSD permit applications. The main source of information 

used to characterize the existing air quality and meteorology of the Prndhoe 

Bay area is the PSD ambient monitoring program performed by the Unit Operators 

at Prndhoe Bay.

Beginning April 1, 1979 until March 31, 1980, the Prndhoe Bay Unit 
Operators conducted a one-year air quality and meteorological monitoring 

program. The network consisted of two remote sites designed to collect both 

air quality and meteorological parameters.

To support the monitoring activities, a monitoring plan entitled 

Ambient Air Quality and Meteorological Monitoring Plan for Prndhoe Bav. 
Alaska was submitted to EPA Region X and the Alaska DEC in late 1978. The 

monitoring plan demonstrated that all siting, operating, quality assurance, 
and data validation procedures employed in the network operation corresponded 

to guidelines established by the Environmental Protection Agency. A final 
monitoring report entitled Air Quality Meteorological Monitoring Study at 
Prudhoe Bay, Alaska was submitted to the Prudhoe Bay Unit Operators in 

January 1981. This report covered the period from April 1, 1979 until
March 31, 1980 and presented a summary of air quality and meteorological
parameters.

Based upon conversations with the EPA Region X meteorologist, data 

collected during the monitoring program may still adequately represent the 

existing meteorology and air quality of the Prudhoe Bay area. This data is 

therefore used in the interim to satisfy the requirement for monitoring data 

for PSD purposes for the present request for an administrative change to the 

ERU PSD permit application.



2.1 Site Topography and Land Use

The Prndhoe Bay section of the Arctic Coastal Plain is referred to 

as the Teshekpnk Lake section. This area is characterized hy a uniformly flat 

terrain that slowly slopes downward to the coast of the Arctic Ocean. The 

elevation of the main portion of the Prndhoe Bay and Knparuk areas are ap­
proximately 50 feet (15 meters) above mean sea level. Streams, channels, and 

other drainage systems are poorly defined, and small, shallow lakes, ponds, 
and water-filled depressions constitute a significant portion of the surface 

area. A majority of the area, however, consists of a vegetated peaty-bog 

formed on the slightly elevated areas. Permanently frozen ground underlies 

the entire region with the depth of the active layer (maximum depth of thaw) 
commonly being no more than 1.5 to 3 feet. The area is sparsely populated and 

is used primarily for energy-related activities and occasional subsistence 

game hunting and fishing. A map of the Knparuk areas is given in Figure 1-2.

The land use of the Knparuk Project area is pred(»inantly rural, as 

determined by the urban/mral classification scheme described in the proposed 

Revisions to the Guidelines on Air Qnalitv Models (EPA, 1980). Therefore, 
use of rural modeling techniques is appropriate for the region.

2.2 Soils and Vegetation

A description of the soil characteristics and vegetation communities 

in the Prndhoe Bay area is presented in Section 9.0 of the Prndhoe Bay Unit 
Owners' Waterflood Application (1979).

These soil and vegetation descriptions were reviewed and found to be 

accurate for the Knparuk area.

2.3 Climate

A description of the general climate of the Knparuk and Prndhoe Bay 

areas, including patterns of precipitation, snowfall, temperature, icing, and



fog occurrence, has been presented in Section 4.2 of the Prndboe Bay Unit 
Owners' Waterflood Application (1979). This climatological description has 

been reviewed and was found to be accurate and complete for the Kuparuk area. 
A brief review is presented here to allow the reader to understand the trans­
port and dispersion conditions that occur in the Enparuh area.

Due to the similarities in meteorological conditions at Prudhoe Bay, 
Kuparuk, Deadhorse, Barter Island, and Barrow, and the flat terrain at all 
locations, the Prudhoe Bay meteorological data form an excellent basis for 

describing the meteorology of the Kuparuk area.

The annual wind roses for Well Pad A and Drill Site 9 (based on one 

year of data) for Prudhoe Bay are presented in Figures 2-1 and 2-2. The most 
frequent wind directions observed at each of the Prudhoe Bay monitoring sites 

were from the east and east-northeast (about 40 percent of the time) with a 

secondary maximum from the west-southwest (about 10 to 15 percent of the 

time). The annual wind roses look similar to the 1976 wind rose for nearby 

Deadhorse Airport. (The Deadhorse and Barter Island wind roses are presented 

in Appendix F of this application.) The average wind direction is from the 

east to east-northeast for most of the year except for November through 

February when the average wind direction is from the southwest to west- 

southwest.

The annual average wind speed was 13.3 miles per hour (mph) at Well 
Pad A and 13.5 mph at Drill Site 9 for the monitoring period. During the same 

period. Point Barrow reported an average speed of 13.2 mph. The average speed 

for Barter Island could not be computed because of missing wind data. In 

general, the monthly average wind speeds showed the same trends at all of the 

sites. The monthly averages show consistently high speeds, over 10 mph, but 
they also show a fair amount of geographic variability, especially in January 

and December.
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Figure 2-1. Annual Wind Rose for Drill Pad A, 
Prudhoe Bay Oil Field



WING ROSE
flPniL 1,1979 - MflflCH 31,19aQ

HINO 
(MPHl

2D.SS

XOUfS
.09

• «

PflUOHOE BflT - DfllLL SITE 9

Figure 2-2. Annual Wind Rose for Drill Site 9, 
Prudhoe Bay Oil Field



Another comparison can be made with 1976 wind data from the nearby 

Deadhorse Airport. For that year the average speed was 12.8 mph which approx­
imates the Well Pad A and Drill Site 9 speeds (13.3 and 13.5 mph) for 1979- 
1980.

The annual frequency distributions of the six stability classes for 

Prudhoe Bay are presented in Table 2-1. The processing of the on-site met­
eorological data to generate the annual frequency distribution is described in 

Appendix C. The mean wind speed associated with each stability class is also 

given. This table indicates that neutral stability class conditions occur 
about 62 percent of the time at Prudhoe Bay. According to Pasquill's standard 

method for determining stability classes, neutral conditions generally result 
from moderate to strong winds and cloudy conditions. Seasonal and annual 
joint frequency distributions for wind speed, wind direction, and stability 

class, calculated from the Prudhoe Bay data, are presented in Appendix E.

2.4 Existina Air Quality

Determination of the impact of emissions from all sources including 

the proposed facilities in the Euparuk area on the National Ambient Air 

Quality Standards (NAAQS) requires a determination of the existing air quality 

of the area. This determination also illustrates the current status of 
compliance with the National Ambient Air Quality Standards.

Background levels, estimated from current air quality monitoring 

data, can be added to concentrations predicted for all the sources to predict 
total air quality impacts. For the purposes of this document, the term 

"background" refers to the contributions to total air quality from all man­
made and natural sources outside of or upwind from the Prudhoe Bay area.

Air quality data collected at two monitoring sites in the Prudhoe 

Bay area were used to characterize existing and background air quality levels. 
The remote monitors were located at Drill Site 9 and Well Pad A and the 

instrumented tower was located at the SOHIO Base Operating Camp.



TABLE 2-1. ANNUAL FREQUENCY DISTRIBUTION OF PASQUILL STABILITY aASSES AND 
WIND SPEEDS AT PRUDHOE BAY

Stability Class Definition

Annual
Frequency

(%)

Average 
Wind Speed 

(mpb)

A Extremely Unstable 9.84 6.1

B Unstable 6.28 8.4

C Slightly Unstable 8.76 11.3

D Neutral 62.23 14.1

E Slightly Stable 7.08 6.7

F Stable to Extremely 
Stable

5.81 3.8

Source: Radian Cornoration. Air Quality and Meteorolosical Monitorina Study
at Prudhoe Bay. Alaska (Aoril 1. 1979 to March 31. 1980). January
1981.



The following air quality and meteorological parameters were 

collected at each remote site:

1. Oxides of Nitrogen (NO^)
2. Nitric Oxide (NO)
3. Nitrogen Dioxide (NOa)
4. Sulfur Dioxide (SOa)
5. Ozone (Os)
6. Carbon Monoxide (CO)
7. Total Hydrocarbons (THC)
8. Methane ((^4)
9. Non-Methane Hydrocarbons (THC-CH4)

10. Wind Speed (33 feet)
11. Wind Direction (33 feet)
12. Temperature (33 feet)
13. Total Suspended Particulates (TSP)

In addition, precipitation and visibility were measured at Drill 
Site 9, the upwind site. Elevated temperature stratifications and wind 
profiles were measured at Well Pad A, the downwind site, using an EC^HOSONDE” 

acoustic sounder system. This ECHOSONDE” temperature structure data were used 

in estimating on-site mixing heights for the Prudhoe Bay area.

The following meteorological parameters were monitored at the 

60-meter communications tower site:

Temperature
Temperature Difference
Wind Speed and Direction
Wind Speed and Direction
Horizontal Wind Direction 

Standard Deviation

33-foot level 
33 - 200 foot level 
146-foot level 
200-foot level 
200-foot level



Table 2-2 reports maximom and mean levels of NOa, TSP, SOa, CO, and 

ozone (0*) measured daring the 12-month monitoring period. Examination of 
this table shows that measured levels for all pollutants are well below those 

concentrations allowed by the National Ambient Air Quality Standards. The 

results of the monitoring program as presented in this table support the cur­
rent designation of the Prudhoe Bay area as being in attainment of the NAAQS 

for criteria pollutants.

Background pollutant levels for use in determining total air quality 

impacts on NAAQS were estimated from the data collected during the Prudhoe Bay 

monitoring program. In order to eliminate the influence of existing Prudhoe 

Bay area sources on the monitors, only those periods during which the monitors 

were upwind of all Prudhoe Bay sources were selected for use in the background 

estimation. Measurements occurring during periods of east-northeast winds at 
Drill Site 9 and west-southwest winds at Well Pad A were used to determine the 

representative background concentrations. For each pollutant, the mean of all 
concentrations measured during the selected periods was chosen as the back­
ground applicable for all averaging times. The one exception to this rule was 

the mean monitored background concentration was not allowed to exceed the mean 

annual monitored concentration.

Based on these assumptions and methods, background concentrations 

were estimated for the two monitoring sites and are shown in Table 2-3.



TABLE 2-2. MEASTJBED POLLUTANT LEVELS (fig/m») IN THE PRUDHOE BAY AREA*

Pollutant

Monitor Location 
Drill Well
Site 9 Pad A

National Ambient Air 
Quality Standards

Primary Secondary

NOa

Arithmetic Mean* 

TSP

Geometric Mean® 
24-Hour Maximum^

SOa

Arithmetic Mean* 
24-Hour Maximum^ 
3-Hour Maximum^

8-Hour Maximum^ 
1-Hour Maximum^

1-Hour Maximum*’

3.5

6.7
64

0.4
9.5

13.0

946
3430

4.0

11.4
119

0.5
9.3

25.3

856
3120

100 (Annual)

75 (Annual) 
260

80 (Annual) 
365

100 (Annual)

60 (Annual) 
150

10,000
40,000

1300

10,000
40,000

*Period of Record (4/1/79 - 3/31/80).

^Not to he exceeded more than once per year.

CQzone standard is exceeded if the expected number of days per calendar year 
with maximum hourly average concentrations exceeding the standard is greater 
than one.



TABLE 2-3. ESTIMATED BACKGROUND AND MONITORED POLLUTANT LEVELS

Pollutant Concentrations (ug/m*) 
NO* TSP SO* CO 0*

Annual Monitored Valnes

For Source Segregation

West-Soutbwesterly Winds - Well Pad A 1 
East-Northeasterly Winds - Drill Site 9 2

Total Annual Mean

Well Pad A 4
Drill Site 9 4

Estimated Background Levels^ 2 11 — 171 i

■Below detectability limit of instrument.

^Background levels estimated by using monitored data as indicated by circled 
values in table.

15
5

11
7

a
a

a
a

100
190

171
133

51
51

48
51



3.0 BEST AVAILABLE CONTROL TECHNOLOGY (BACT)

Design refinements in the Knparnk River Unit result in minimal 
changes to the emissions from the facilities. Since there have been no in­
creases in the level of emissions, the types of emitting sources, or other 

factors which might affect the choice of emission control technology, the 

emission controls proposed in the February 1983 permit application still 
represent BACT. For comparison, both the total potential emissions for the 

February 1983 permit application and the currently proposed emissions are 

shown in Table 3-1.

In the interest of clarity, the emission controls proposed as BACT 

are repeated here. The discussion of alternative controls and justification 

of the proposed BACT can be found in the original permit application.

Proposed Controls Representing BACT

An analysis has been performed to determine BACT for the proposed 

facilities in a manner consistent with national and EPA Region X guidelines. 
The two major types of emitting sources are turbines and heaters. While these 

combustion sources emit significant amounts of particulate matter (PH), sulfur 

dioxide (SOs), carbon monoxide (CO), and hydrocarbons (HC), the pollutants of 
greatest concern are the oxides of nitrogen (NO^). BACT for gas turbines and 

heaters was determined according to the precedents set in the Unit Owner's 

PWI/LPS/AL and Waterflood permits (Permit Nos. PSD-X-80-09 and PSD-X-81-01). 
The controls proposed as BACI are summarized below.

Turbines

NO^ emissions from the gas turbines are controlled by use of natural 
gas and dry controls incorporated into the combustion chamber design. This 

combination will meet the NSPS* limit of 150 x (14.4/Y) ppaiv of NO^ in the

^New Source Performance Standard, Standards of Performance for Stationary Gas 
Turbines, Subpart GG, September 10, 1979. Y = manufacturer's heat rate at 
manufacturer's rated load.



TABLE 3-1. PROPOSED EMISSIONS DUE TO ENGINEERING DESIGN REFINEMENTS 
TO KUPARUK RIVER UNIT

Pollutant

February 1983 
Permitted 

Emissions (t/y)

Currently 
Proposed 

Emissions (t/y)
Significant 
Level (t/y)

CO 2,789 2,564 100

NOx 14,122 12,926 40

SO, 85 84 40

PM 344 340 25

VOC 51 47 40«

®VOC (Volatile Organic Compound) emissions were conservatively assumed to be 
10 percent of total hydrocarbon emissions.



exhaust and should be considered BACT. Other pollutants from the gas turbines 

are also limited by the choice of fuel (low sulfur, low ash).

Heaters

The NO^ emissions from heaters will he minimized by burning natural 
gas. This fuel choice also limits emissions of SOs and PH since natural gas 

contains very little sulfur and ash forming material. The emissions of all 
pollutants will be limited by periodic measurements of CO or O2 in the flue 

gas to ensure proper combustion conditions.

Combined Waste Incinerator

In addition to the major emission sources (turbines and heaters), a 

multiple chamber refuse incinerator is included in the KSU design. The incin­
erator will combust about 765 pounds per hour of general refuse. The proposed 

incinerator will comply with Alaska air quality control regulations. These 

regulations include a visibility reduction limitation (may not exceed 20 per­
cent opacity for three minutes in any one hour) and a particulate matter emis­
sion limitation (0.15 grains per standard cubic foot of exhaust gas corrected 

to 12 percent excess CO2). The combination of adequate additional air and 

combustion temperature, a properly designed mixing chamber, and/or secondary 

burners will be used to minimize emissions. No additional controls are pro­
posed as BACT for the incinerator.

Besides the combustion-related emissions, there will be fugitive 

hydrocarbon emissions from process equipment. The process fugitive emissions 

will be minimized.



4.0

4.1

AIR QUALITY IMPACT ANALYSIS

Analysis HethodoloKY

Atmospheric dispersion modeling techniques, recommended in the 1980 

proposed EPA modeling guideilnes were used to predict the total air quality 

impacts of the engineering refinement to the Kuparuk River Unit. Annual 
modeling was performed using the UNAMAP 5 version of the Industrial Source 

Complex Long Term (ISCLT) model (Bowers, et al., 1979). Short-term modeling 

(24-hour averaging times or less) was performed using the same version of the 

Industrial Source Complex Short Term (ISCST) model. In the application of 
these models the building wake effects option was used, and the rural mode of 
the model was chosen.

To facilitate a timely review of the revised permit application, the 

ISCLT and ISCST models were used, as required by EPA Region X. The appropri­
ateness of the application of these models with the building wake effects 

option for modeling sources in the Kuparuk area has uot been conclusively 

demonstrated.

The ISCLT model was used to estimate annual average concentrations 

of NOa, SOa and TSP due to the revised sources alone and in conjunction with 

existing and previously licensed sources. In the analysis, maximum NOa levels 

were predicted using the ozone limiting method described in the Proposed Re­
visions to EPA Guidelines on Air Quality Models. October 1980. Measured 

ozone concentrations and NO^ levels predicted by ISCLT were used in this 

analysis.

The ISCST model was used for calculations of 3-hour and 24-hour SOa 

concentrations and 24-hour TSP concentrations. Prudhoe Bay ambient air moni­
toring network data were used to estimate the contributions to total ambient 
short-term and long-term concentrations from background sources. The impacts 

of all existing, previously permitted, and proposed sources in the Prudhoe Bay 

area were predicted with the dispersion model.



Meteorological data were obtained from the Prudhoe Bay area PSD 

monitoring network, as described in the original PSD permit application. 
These data are the most representative source of wind stability patterns in 

the Enparuk area. The Euparuk area Central Production Facility-1 is 36 km 

west-northwest of Prudhoe Bay Well Pad A. The two areas are similar in ter­
rain, land use, and distance from the Beaufort Sea. Therefore, Prudhoe Bay 

air quality and meteorological monitoring data were used in describing base­
line conditions and in modeling air quality impacts.

For annual modeling, a joint frequency distribution of wind speed, 
wind direction, and stability class for a one-year period (STAR deck) was used 

as meteorological input. The stability classes were calculated using the 

modified sigma theta method described in the 1980 EPA modeling guidelines. In 

the application of this method, based on discussions with EPA Region X, stable 

conditions occurring at wind speeds greater than 11 knots were converted to 

stability Class D. For short-term modeling pre-processed hourly meteorolog­
ical data from the Prudhoe Bay monitoring network were input to the ISCST 

model. Meteorological data processing is described in more detail in Appendix 

C. Dispersion model features are described in Appendix D.

4.2

4.2.1

Screening Analvsis

Annual Screening

The updated emissions of NO^, SOa, and PM from the Euparuk River 

Unit sources were modeled with the rural mode of ISCLT to determine the 

potential for significant impacts. The results are presented in Table 4-1.

The existing and previously licensed sources are located at CPF-1. 
The updated emissions sources in the Euparuk River Unit are located at three 

production facilities (CPF-1, CPF-2, and OP). The 60 proposed drill site 

heaters are distributed throughout the Euparuk River Unit. For modeling pur­
poses, 20 drill site heaters are assumed to be colocated at each of the (T*F-1,
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TABLE 4-1. RESULTS OF SCREENING MODELING ANALYSES FOR EMISSIONS 
FROM CURRENTLY PROPOSED KUPARUK RIVER UNIT SOURCES

Pollutant Averaging Time
Maximum Predicted 

Concentration (|ig/m»)
Significance 

Level* (fig/m*)

NOx Annual 23.7 1

SO, Annual 0.8 1
24-Hour 7.6 5
3-Hour 8.8 25

TSP Annual 2.0 1
24-Hour 24.8 5

CO 8-Hour <757^> 500
1-Hour 757 2000

^As defined in 1977 Clean Air Act Amendments. Federal Reaister,. June 19, 1978.

^The PTPLU model predicted a 1-hour average concentration of 757 pg/m*. It is 
assumed that the 8-hour average concentration will he <757 pg/m*.



CPF-2, and CPF-3 production facilities. Therefore, this modeling approach is 

conservative.

NO,

Annual NO^ levels at receptors in the Kuparuk River Unit due to the 

Prudhoe Bay sources were predicted to exceed significant levels. Based on 

information obtained from the screening run, NO^ concentrations from the cur­
rently proposed Kuparuk River Unit sources were also predicted to exceed sig­
nificant levels in the Kuparuk River Unit and at Prudhoe Bay. Therefore, 
ISCLT modeling runs were performed for all NO^ sources in the Prudhoe Bay and 

Kuparuk source inventories. From the screening run, three areas of maximum 

impact were identified for more refined NO^ modeling. These areas of maximum 

impact were located around CPF-1 and CPF-2 in the Kuparuk River Unit, and 

around Gathering Center 2 (GC-2) in the Prudhoe Bay Unit.

TSP

Particulate matter emissions from the Prudhoe Bay sources did not 
predict annual average TSP concentrations exceeding the annual significance 

level at Prudhoe Bay receptors. Annual TSP concentrations due to the Engi­
neering Refinement to Kuparuk River Unit sources are predicted to exceed the 

annual significance level at receptors in the Kuparuk River Unit. Values 

greater than 1.0 pg/m* are predicted to occur near CPF-1, CPF-2, and CPF-3. 
These locations were further examined in the refined modeling. Table 4-1 

shows the annual TSP screening results compared to the significance level.

SOi

An 8 X 5 receptor grid with 0.25 km spacing was modeled around CPF-1 

and CPF-2. Additional discrete receptors were placed 0.25 km west of CPF-3 

due to the higher frequency of westerly winds. Annual SOa concentrations due 

to the Engineering Refinement to the Kuparuk River Unit sources did not exceed 

significance levels near CPF-1 or other facilities in the Kuparuk River Unit.
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Therefore, no further annual modeling analysis is required. Table 4-1 shows 

the annual SOa screening results compared to the significance levels.

4.2.2 Short-Term Screening

Emissions of SOa and PH from all Kuparuk River Unit sources were 

input to the ISCST model to determine areas of short-term significant impact. 
The model was run in its rural mode with the building wake effects option 

selected. The ISCST source inventory considered for modeling is identical to 

the ISCLT source inventory. As discussed previously, this configuration is 

conservative.

SOa and PM emissions were totaled for each facility and the facil­
ities were then ranked according to total emissions. CPF-1 will have the 

greatest emissions of SOa and PM. CPF-2 and CPF-3 have essentially identical 
SOa and PM emissions. Therefore, for the purposes of this screening analysis, 
if significance levels at CPF-2 were exceeded it is likely that they would 

also be exceeded near CPF-1 and CPF-3. Polar coordinate receptor grids were 

constructed around CPF-1 and CPF-2. These receptor areas were chosen because 

the maximum SOa and TSP impacts will occur near the two facilities with the 

largest SOa and PH emission rates. For this screening analysis, receptors 

were spaced at distances of 100, 200, 300, and 400 meters from the facility 

along radials spaced 10 degrees apart. Worst-case days identified by this 

procedure were used in the refined modeling. No PBU sources had a significant 
impact in the KRU for TSP or SOa.

TSP

Model predictions of 24-hour TSP concentrations show that TSP levels 

due to emissions from the currently proposed Euparuk River Unit sources will 
exceed the significance level of 5 pg/m* near CPF-1, CPF-2, and CPF-3. There­
fore, more refined modeling of 24-hour TSP impacts on the NAAQS and the PSD



increments is necessary. Worst-case days identified for CPF-1 in the screen­
ing analysis were used in the refined modeling. The results of the short-term 

screening analysis are presented in Table 4-1.

SOs

Previous modeling results for the Euparuh River Unit sources showed 

the 24-hour SOa concentration will exceed the short-term significance level at 
CPF-1. Therefore, a refined impact analysis for 24-hour SOa concentrations is 

necessary only near CPF-1.

Predicted concentrations for the currently proposed Euparuh River 

Unit sources did not exceed the 3-hour significance level for SOa at CPF-1 or 

CPF-2; therefore, no refined 3-hour average impact analysis is necessary.

CO emissions were not modeled for the currently proposed Kuparuk 

River Unit sources. Since the original PTPLU modeling was highly conservative 

and total CO emissions actually decreased, the maximum predicted impact would 

decrease.

The worst-case 1-hour CO level presented in the February 1983 permit 
application was about 757 pg/m* (Table 4-1). This highly conservative pre­
diction is well below the 2000 pg/m^ 1-hour significance level. When added to 

the background concentration of 171 pg/m*, the total 1-hour CO concentration 

of 928 pg/m* falls well below the NAAQS level of 40,000 pg/m* for a 1-hour 
period and 10,000 pg/m* for an 8-hour period. Therefore, no further CO analy­
ses were warranted.
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Ozone

Ozone impacts due to the currently proposed Kuparnk River Unit 
sources were not modeled because emissions of total organic compounds de­
creased from those proposed in the original permit application.

Potential emissions of total organic compunds currently proposed in 

the Euparuk River Unit permit application will be approximately 473 tons per 

year. Emissions of total organic compounds proposed in the February 1983 per­
mit application were 510 tons per year. This compares to existing total 
hydrocarbon emissions of 1671 tons per year calculated for sources in the 

Prudhoe Bay area. Since the maximum 1-hour ozone level monitored in the 

Prudhoe Bay unit falls well below the primary and secondary NAAQS for ozone, 
it is highly unlikely that the hydrocarbon emissions from the Euparuk sources 

will measurably affect existing levels of ozone.

Elevated ozone levels are commonly associated with large urban areas 

far away from the Euparuk River Unit. Ozone formation and its subsequent 
build-up is dependent in part on hydrocarbon/nitrogen oxide ratios, solar 

radiation, humidity, and tempterature (Revelett. 1977). The amount of ozone 

formed in the photochemical process is dependent not only on the absolute con­
centration of hydrocarbons and nitrogen oxides, but also on their ratios. It 

is reasonable to assume that the concentrations of these pollutants will be 

proportional to their emissions. The Euparuk sources will emit much larger 

quantities of NO^ than hydrocarbons. If NO^ levels are high and hydrocarbons 

low. little ozone is produced (Westberg, 1978).

Although a precise relationship between levels of NOj and ozone can­
not be defined, quantitative estimates can be made. One study (Miller, 1978) 
provides field confirmation of laboratory findings which indicate that when 

the hydrocarbon/NO^ ratio is less than 8/1, peak ozone levels are inversely 

proportional to the NO^ level. Since the NO^ emissions from the revised 

Euparuk River Unit sources will be larger than the hydrocarbon emissions by



more than a factor of 20, the hydrocarbon/NOj ratio is much less than the 

critical 8/1. Thus, it is reasonable to assume that peak ozone concentrations 

will decrease as the concentration increases.

A study of a large source of hydrocarbons (9000 tons per year) 

showed a relatively small (less than 10 ppb, in plume) increase in ozone, and 

indicated that the emissions had little effect on ambient oxidant levels 

(Westberg, 1978).

The extreme meteorological conditions of the Kuparuk River Unit also 

inhibit ozone formation. The intensity of solar radiation is an important 
parameter as it governs the photolysis rate of nitrogen dioxide, the reaction 

that initiates and sustains the oxidant formation process. With a maximum 

solar angle (elevation of sun with respect to the horizon) of approximately 

45®, the light intensity at the Kuparuk River Unit is low, restricting ozone 

formation. The low temperature and humidity which are common to the area also 

constrain the build-up of ozone.

4.3

4.3.1

Refined Modelins

Annual

NOi

NO^ emissions from the current existing, permitted, and proposed 

Prudhoe Bay sources and all currently proposed Kuparuk River Unit existing, 
previously licensed, and proposed sources were examined in refined ISCLT 

modeling analyses to determine maximum impacts.

The maximum annual impacts of all Kuparuk and Prudhoe Bay sources 

were determined from model predictions for 8x5 receptor grids with 0.25 km 

spacings constructed around CPF-1, CT*F-2, and GC-2. Also, a 10 x 10 grid with 

a 2 km receptor spacing, and a 4 x 4 grid with 1 km spacing, covering the 

Kuparuk River Unit, was examined for these sources.
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The sources were divided into four groups for impact determination. 
The first group included all currently proposed sources in the Euparuk River 

Unit. Group two included the Euparuk River Unit existing and previously 

licensed sources. The third group examined air quality impacts due to the 

curently proposed Prudhoe Bay sources. The fourth source group included all 
the Prudhoe Bay sources as well as all sources in the preceding groups.

The ozone limiting method described by Cole and Summerhays (1979) 
and recommended in the 1980 draft EPA modeling guidelines was aplied to deter­
mine maximum annual NO2 levels from the predicted NO^ concentrations. This 

technique limits the formation of NOi to an in—stack conversion component and 

an atmospheric conversion component. The atmospheric component cannot exceed 

the maximum predicted volumetric concentration of ozone. Maximum annual ozone 

concentrations were determined from existing measured annual average ozone 

levels using the technique discussed in the PSD Permit Application for New 

Sources to be Added to Existine and Previously Permitted Facilities in the 

Prudhoe Bav Unit (PSD IV).

Predicted NO2 concentration distribution due to emissions from the 

currently proposed Euparuk sources alone and for all Euparuk and Prudhoe Bay 

sources are illustrated in Figure 4-1 and 4-2. Results of the modeling analy­
sis are compared to the NAAQS for NO2 in Table 4-2. Examination of Table 4-2 

shows that the total predicted NO2 concentration from all sources including 

the currently proposed Euparuk River Unit facilities decreased to 55.8 jig/m* 

from the February 1983 permitted level of 57.6 pg/m*.

TSP

The screening analysis discussed in Section 4.2 identified the 

Euparuk River Unit facilities CPF-1, CPF-2, and CPF-3 as needing refined 

modeling.

An 8 X 5 receptor grid was modeled with a 0.25 km spacing around 

each facility for all Euparuk River Unit sources. The maximum predicted TSP
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TABLE 4-2. MAXIMUM PREDICTED ANNUAL NO, CONCENTRATIONS (|ig/m»)

MaTimniH Impact Receptors in Knparnt Area

Maximum
Impact
Receptor

Pollutant Sources
CPF-1
Area

CPF-2
Area

CPF-3
Area

OP
Area

Bay Area 
GC-2

Background 2.0 2.0 2.0 2.0 2.0

Knparuk Revised
Sources* 2.7 3.9 4.2 12.3d 0.1

Euparuk Existing and
Previously Licensed* 0.8 0.1 0.0 0.0 0.0

All Prudhoe Bay* 1.0 0.9 0.6 0.3d 8.9

Ozone Limited NO,^ 49.0 49.0 49.0 - 49.0

Maximum Impact on
NAAQS 55.5 55.8C 55.6 14.6d 60.0

Primary and Secondary
Annual NAAQS 100.0 100.0 100.0 100.0

“Contribution to NO, to in-stack conversion (10% of total predicted NOj 
concentrations).

^Ozone limited atmospheric NO, contribution as determined in PSD Permit 
Application for the Prudhoe Bay Unit Owners' (PSD IV), January 1981.

^Maximum ERU concentration reported in February 1983 application was 57.6 
(ig/m* near CPF-1.

^Total predicted NO^ concentrations converted to NO,^
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impacts are shown in Table 4-3. The incremental decrease in maximum annual 
TSP concentration due to the engineering refinement to the Knparuk River Unit 
is only 1.0 pg/m* from the February 1983 level of 13.8 pg/m*.

4.3.2 Short-Term

24-Hour TSP

&nissions of particulate matter from existing and currently proposed 

facilities in the Kuparuk River Unit were examined in a refined ISCST modeling 

analysis to determine maximum short-term impacts on NAAQS and PSD increments. 
The initial screening analysis identified 24-honr periods during which TSP 

concentrations due to emissions from the currently proposed sources were pre­
dicted to exceed the significance level. Meteorological conditions associated 

with maximum predicted 24-hour TSP concentrations occur on Julian Day 277 and 

are listed in Appendix E.

In the refined analysis a receptor grid with 100 m receptor spacing 

was examined around the areas of maximum concentrations identified for the 

24-hour periods. These receptor areas are located in the vicinities of CPF-1 

and CPF-2.

All Kuparuk River Unit PM emissions due to existing, previously 

licenses, and currently proposed sources were examined for the worst-case days 

at CPF-1 and CPF-2. The previously reported (February 1983) 24-hour TSP con­
centration was 39.6 pg/m* near CPF-1. The currenlty proposed KRU sources 

maximum 24-hour TSP concentration is 36.7 pg/m*. The results of this 24-hour 
TSP analysis are presented in Table 4-4.

24-Hour SOa

Emissions of SOs from existing, previously licensed, and currently 

proposed facilities in the Knparuk River Unit were examined in a refined ISCST 

modeling analysis to determine maximum short-term impacts on NAAQS and PSD



TABLE 4-3. MAXIMUM PREDICTED ANNUAL TSP CONCENTRATIONS ((ig/m»)

Maximum Impact Receptors in the 
Knparnk Area

Pollutant Sources
CPF-1
Area*

CPF-2
Area

CPF-3
Area

Background 11.0

Kuparuk Currently
Proposed 1.2

Kuparuk Existing and 
Previously Licensed 0.6

Maximum Impact on NAAQS 12.8^

Primary Annual NAAQS 75

Secondary Annual NAAQS 60

Maximum Impact on PSD
Class II Increment 1.8

PSD Class II Increment 19

11.0

1.3

0.04

12.3

75

60

1.3c

19

11.0

1.2

0.0

12.2

75

60

1.2

19

^Maximum impact receptor is 100 m west of CPF-1.

^Previously reported (February 1983) maximum concentration was 13.8 |ig/m> near 
CPF-1.

^Maximum impact receptors are 250 m west of CPF-2.



TABLE 4-4. MAXIMUM PREDICTED 24-HOUR TSP CONCENTRATIONS (fig/m>)

Pollutant Sources
Maximum Impact 
for CPF-1 Area*

Maximum Impact 
for CPF-2 Areals

Background 11.0

Kuparuk Existing and
Previously Licensed Sources 15.8

Kuparuk Currently Proposed
Sources 9.9

Impact on NAAQS 36.7^

Primary 24-Hour NAAQS 260

Secondary 24-Hour NAAQS 150

Impact on PSD Class II
Increment 25.7

Allowable 24-Hour
Class II Increment 37

11.0

0.0

18.0

29.0 

260 

150

18.0

^Location of maximum impact receptor is 100 m WSW of CPF-1 facility (401856.1 
780404.5).

^Location of maximum impact receptor is 100 m WSW of CPF-2 facility (391340.4 
7800436.4).

^Previously reported maximum (February 1983) concentration was 39.6 pg/m* near 
CPF-1.



increments. Worst-case days identified in the screening analysis were used in 

the refined modeling exercise. The meteorological conditions associated with 

the maximnm predicted 24-honr SOi concentrations occur on Julian Day 277 and 

are listed in Appendix E. The modeling was performed in the same manner as 

the refined modeling for 24-hour TSP impacts. From analysis of screening 

results, however, only CPF-1 required refined 24-hour SO2 modeling.

The results of this analysis are presented in Table 4-5. Results 

show that maximum predicted 24—hour SO* concentrations fall below the concen­
trations permitted by the primary NAAQS and by the PSD Class II increment. 
The 24-hour maximum SOa concentration reported in the February 1983 applica­
tion was 20.5 pg/m* near CPF-1. The incremental decrease due to the engineer­
ing refinement to the Euparuk River Unit sources is predicted to be about 8 

pg/m*.



TABLE 4-5. MAXIMUM PREDICTED 24-HOUR SO, CONCENTRATIONS (jig/m»)

Pollutant Sources
Maximum 24-Hour 

Impact Area (CPF-1)*

Background^

Xuparuk Currently Proposed

Kuparuk Existing and Previously 
Licensed

Impact on NAAQS

Primary NAAQS

Impact on PSD Class II Increment 

Allowable Class II Increment

5.0

2.4

5.4 

12.8C

365

7.8

91

^Location of maximum impact receptor is 100 m WSW of (H*F-1 facility (401856.1 
780404.5).

^Detection limit of instrument.

’’Previously reported maximum (February 1983) concentration was 20.5 pg/m^ near 
CPF-1.



5.0 ADDITIONAL IMPACT ANALYSES

In addition to the air quality impact analyses, analyses were per­
formed to determine impacts on soils, vegetation, and visibility, and the 

impacts of temporary construction emissions and emissions due to induced 

growth. The impacts of the proposed facilities on soils, vegetation, and 

visibility are not expected to be significant. Impacts due to construction 

are expected to be short-lived and relatively small. Finally, impacts due to 

induced growth are. for the most part, already included in the impact analyses 

performed for the proposed project.

5.1 Visibilitv Imnacts

Particulate matter of small diameter or aerosols formed by the con­
version of NOx and SO» emissions to nitrates and sulfates could potentially 

cause some impairment to the visibility in the Lisburne area. However, the 

total increase in emissions of particulate matter of all size ranges should be 

only about 126 tons per year as a result of the proposed new sources. In 

addition, the maximum incremental increase in 24-hour TSP concentrations 

should be about 28.6 pg/m^. Therefore, the emissions of additional particu­
lates should not significantly impact visibility in the area.

Emissions of sulfur dioxide and nitrogen oxides from the proposed 

sources may undergo some conversion to sulfates and nitrates. However. SOs 

emissions increases will be small and predicted increases in ambient SO2 con­
centrations will fall well below the primary NAAQS. Likewise, ambient NO2 

concentrations will be below the annual NAAQS. Therefore. SOs and NOz con­
version to sulfate and nitrate particulate matter is expected to be small. As 

a result. SO2 and NOz emissions are not expected to significantly affect 
visibility in the Kuparuk area.

A thick haze is visible over the Arctic region each spring. (Kerr. 
1979; Shaw. 1982a). Visibility aloft is often reduced from more than 200 

kilometers to less than 10 kilometers. Recent work by Shaw (1980. 1982b)



indicates that the haze is produced by sub-micrometer sized particles of 
man-made origin. Trajectory analyses performed by Shaw (1982b) have traced 

three episodes of Arctic haze to probable transport from central Eurasia. 
Trajectories from the Gulf of Alaska and northwestern Canada, however, were 

associated with periods of excellent visibility.

The oil development on the North Slope was originally suspected of 
contributing to the Arctic haze, but is no longer considered to be a signifi­
cant factor (Shaw, 1979). The haze has been reported since the 1950's, well 
before the oil development began. Vanadium and manganese are found in the 

haze aerosol particles, but these metals are almost non-existent in fuel oils 

burned in the contiguous United States and Canada.

Some haze may occur in the Euparuk area as a result of particulate 

emissions from the revised Euparuk River Unit. The potential impact of the 

Euparuk River Unit emissions is not expected to produce a measurable con­
tribution to the widespread Arctic haze.

Incremental impacts on the frequency and severity of reduced visibi­
lity are likely to be insignificant. Furthermore, the areas of major concern 

with respect to visibility impairment are the PSD Class I areas. No Class I 

areas are located within 90 kilometers of the Euparuk area. Therefore, no 

impact on visibility in Class I areas is expected.

5.2 Soils and Vegetation Impacts

Soils act as significant sinks for SO,, NO,, and particulates. 
These pollutants are generally removed from the air and adsorbed on exposed 

surfaces. The rate of adsorption is dependent upon distance from the source, 
pollutant concentrations in the air, soil properties, density of vegetation 

cover and prevailing hydrological and meteorological conditions.



The end products of soil sorption are particulate nitrates and par­
ticulate sulfates. Predicted maximum annual concentrations of NOi from all 
sources in the Knparuk area are projected to be S |ig/m>. This maximum con­
centration will not significantly affect soils or vegetation. The maximum NOs 
concentration will occur in the CPF-1 area and will be 57.6 pg/m*. Of this, 
the Kuparuk River Unit sourcess will contribute only 4.0 pg/m*. Increases in 

annual and maximum short term concentrations for other pollutants onshore will 
also be small and will have little impact on soils and vegetation.

The quantities of particulate nitrates and/or sulfates added to the 

soil and assimilated into soil-plant systems will be insignificant as compared 

with those normally present in the soils. Thus, the amounts of pollutants 

added in the vicinity of the Kuparuk River Unit should exert a negligible 

impact on the soils of the Kuparuk area.

There is currently no available information on the tolerance levels 

of high Arctic plants for the criteria air pollutants. The probable impacts 

of the proposed sources can, however, be inferred from the tolerance levels 

determined for plants native to lower latitudes. Table 4-X has been taken 

from Heck and Brandt (1977) and indicates the threshold level for acute tox­
icity to plants. Comparison of the lower range for NOa effects on sensitive 

plant taxa, 3,000 pg/m*, to the predicted total annual NOa levels of 57.6 

pg/m^, would indicate no acute effects should be expected. Since predicted 

increases in ambient concentrations of other pollutants will be small, these 

increases should have no adverse impact on local vegetation.

Chronic effects from long-term exposure may be extremely difficult 

to either define or quantify. Long-term (22 days) exposure to low-levels of 
NOa (960 pg/m*) has been reported to result in reduced productivity of a 

sensitive plant species (Jacobson and Hill, 1970). The levels of pollutant 
tested by far exceed the expected concentrations resulting from the proposed



Kuparnk River Unit sources. Although chronic effects due to long-term expo­
sure to extremely low levels of NOa cannot be ruled out entirely, the possi­
bility of their occurrence is remote.

Thus, in general, no noticeable adverse effect is expected due to 

the interaction of emissions from the new sources either on soils or 
vegetation.

5.3 Impacts of Anticipated Future Growth

The revised Kuparuk River Unit design will not significantly affect 
the number of employees required to operate the facility. Therefore, the 

original growth impacts analysis is still valid. Impacts due to induced 

growth are not expected to be significant.
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EMISSIONS INVENTORIES
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APPENDIX A

Existing. Permitted, and Proposed Rm<a.<jons From All Sources
Modeled

Inventories of SOa, NOx. PM, and CO emissions from all existing 

and proposed sources mere compiled for use in performing the air quality 

impact analyses. This appendix presents the inventories for these sources as 

veil as the inventory for the proposed Endicott Development Project.

The inventories were separated into the following groups:

Group 1. 
Group 2.

Group 3.

Group 4.

Group 5.

Group 6.

Group 7.

Group 8. 
Group 9.

Group 10. 
Group 11. 
Group 12.

Prudhoe Bay Unit Operator's Existing Sources
Prudhoe Bay PSD I Sources (Permit No. 
PSD-X79-05)
Prudhoe Bay Unit Owners' PWI/LPS/AL Sources 
(Permit No. PSD-X80-09)
Prudhoe Bay Unit Owners' Waterflood Sources 
(Permit No. PSD-X81-01)
Prudhoe Bay Unit Owners' Additional Sources 
(1980 Equipment Exchange Analysis)
Proposed Northwest Alaska Pipeline Company 
Sources (Northwest Alaska Pipeline Company 
Application)
Prudhoe Bay Unit Owners' Proposed Additional 
Sources (PSD IV)
Endicott Development Unit Sources
Enhanced Oil Recovery/Central Compressor Plant 
Engineering Refinement to the Prudhoe Bay Unit 
Sources
Lisburne Development Project Sources 

Kuparuk River Unit Existing Sources 

Kuparuk River Unit Currently Proposed Sources
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The inventory for Group 1 sources is identical to that reported in 

the Prndhoe Bay Unit Owners' Waterflood Application. This group of sources is 

comprised of existing oil field sources in the Prndhoe Bay Unit and existing 

Deadhorse area sources.

The inventory for Group 2 is similar to that reported for sources 

proposed in the Prndhoe Bay Unit Owners' PSD I Application. This inventory, 
however, does not include sources deleted from Group 2 as a result of the 

Prndhoe Bay Unit Owners' 1980 Equipment Exchange Analysis.

The inventories for Groups 3 and 4 are based on the emission inven­
tories reported in the Prndhoe Bay FVI/LPS/AL Application (1980 Permit) and 

Waterflood Application. These inventories, however, include all changes in 

assumed stack parameters covered in Case 2 of the modeling analysis reported 

in Radian Corporation's January 14, 1980 technical document prepared for the 

Prndhoe Bay Unit Owners and presented to EPA Region X. These changes are also 

reflected in the Prndhoe Bay Unit Owners' 1980 Equipment Exchange Analysis.

The Group 5 inventory includes all additional sources reported in 

the Prndhoe Bay Unit Owners 1980 equipment exchange analysis.

The inventory for Group 6 consists of those sources included in the 

PSD Permit No. PSD-X82-05 prepared by the R. M. Parsons Company for the North­
west Alaska Pipeline Company's (NWAPC) proposed gas conditioning plant. 
Recently, NWAPC has submitted a modified source inventory to the ADEC for 

review. This modified source inventory is presented in Group 6A for informa­
tional purposes only. Only the Group 6 sources were modeled. The table shown 

below presents a comparison of the total emissions due to Group 6 and Group 6A 

sources. Group 6 sources have greater total emissions, therefore, modeling of 
Group 6 sources for the current air quality analysis is conservative.
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NORTHWEST ALASKA PIPELINE COMPANY (NWAPC) 
PERMIT NO. PSD-X82-05 AND CURRENTLY 

PROPOSED EMISSIONS COMPARISON

Pollutant
Group 6

Permit No. PSD-X82-05
Group 6A

Currently Proposed

NO^ 17,572.8 16,440.4

SOs 514.5 497.2

PM 413.8 370.9

HC 789 605.5

CO 4,362.4 3,331.1

Group 7 contains the inventory for all Prndhoe Bay Unit Owners' 
Proposed Additional Sources (PSD IV).

Group 8 contains the inventory for the proposed Endicott Development 
Project sources.

Group 9 contains the deletions and additions to the entire Prndhoe 

Bay Unit inventory proposed as the Enhanced Oil Recovery/Central Compressor 
Plant Engineering Refinement to the Prndhoe Bay Unit.

Group 10 contains the inventory for the proposed Lishnrne Develop­
ment Project sources.

Groups 11 and 12 contain the entire inventory for the Knparnk River
Unit.
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I

Ul

ACT
ACT
ACC
ACT
ACT
rs-1FS-1
FS-2
FS-2
FS-3
FS-3
AFC
AFC
AFC
CC-1
CC-1
CPS
CPS
DW
DU
N1
N1
PSl
PS I
PSl
PSl
PSl
N2
N2
VE
VE
AOC
AOC
SOC
SOC
SOC

TABLE A-1

GROUP 1: EXISTING NON-INCREMENT CONSUMING SOURCES

Map ID Source ID
UTM (km) 

East North
Anoual
(g/s)

Particulate
Short

SO2 Term Annual CO NMUC
(g/») (g/s) (g/s) (g/e) (g/a)

HS
(m)

TS
(°K)

DS
(m)

ARCO P-357 
ARCO P-357 
ARCO P-358 
ARCO P-136 
ARCO P-135 
ARCO P-138 
ARCO P-138 
ARCO P-381 
ARCO P-381 
ARCO P-4ii3 
ARCO P-4A3 
ARCO P-325

4A9.50
AA9.50
448.40
449.30
449.30
446.10
445.90
449.55
449.45
440.75
440.75
443.70

7794.60
7794.60 
7794.70 
7794.40 
7794.40 
7795.10 
7795.30
7795.60 
7795.60 
7795.80 
7795.60 
7802.20

.434

.03
2.7
1.33

.396
14.8
2.98

14.8
2.98

14.8
2.98

.578

.009

.005

.039

.00

.113

.186

.00

.186

.00

.186

.00

.00

.019 
. .003 
.117 
.116 
.038 
.502 
.025 
.502 
.025 
.502 
.025 
.50

.019

.003

.117

.116

.038

.502

.025

.502

.025

.502

.025

.50

.032

.004

.198

.00

.94
4.12

.00
4.12

.00
4.12

.00

.00

.006 
. .001 
.035 
.17 
.706 

1.5 
..38 
1.5 
.38 

1.5 
.38 
.076

15.2
15.2
15.2
15.2
10.7
13.1
15.2
13.1
15.2
13.1
15.2

ARCO P-324 443.70 7802.20 164.0 2.12 5.58 5.58 45.70 16.7 26.8
ARCO P-324 443.70 7802.20 1.53 .022 .066 .066 .113 .02 9.1
SOllIO P-338 435.80 7799.50 .037 .063 .176 .095 .25 .076 7.3
SOHIO P-338 435.80 7799.50 .13 .064 .16 .086 .009 .032 7.3
SOillO P-185 437.50 7797.20 109.2 1.403 3.70 3.70 30.30 11.4 15.8
SOHIO >-183 437.50 7797.20 20.31 .258 .69 .69 5.63 2.12 15.8
DOU P-325 447.90 7792.00 1.25 .059 .044 .044 .767 .125 3.7
DOW P-325 447.90 7792.00 .078 .16 .067 .067 .006 .004 3.7
NANA P-413 447.30 7791.00 .76 .63 .011 .011 8.82 .377 20.0
NANA P-413 447.30 7791.00 .38 .32 .006 .006 4.41 .189 20.0
ALT. P-289 439.00 7796.00 25.1 .320 .85 .85 6.99 2.55 13.7
ALT. P-289 439.00 7796.00 1.04 .009 .035 .035 .289 .105 13.7
ALY. P-289 439.00 7796.00 1.56 .022 .067 .067 .115 .02 13.7
ALY. P-289 439.00 7796.00 .00 .014 .001 .001 .00 .00 7.9
ALY. P-289 439.00 7796.00 .062 .01 .003 .003 .001 .002 7.9
NANA P-423 444.40 7789.40 9.66 .64 .69 .69 2.09 .77 7.6
NANA P-434 444.40 7789.40 .04 .113 .707 .707 .904 .706 10.7
VE P-482 446.00 7791.60 7.00 .47 .50 .39 1.51 .56 7.6
VE P-482 446.00 7791.60 .195 .055 .35 .35 .47 .35 10.6
ARCO OPS ca 449.80 7794.60 .26 .431 .047 .035 .153 .397 12.2
ARCO OPS CR 449.80 7794.60 .08 .038 .018 .014. .01 .043 12.2
soil 10 BOC 435.80 7799.50 .063 .034 .02 .02 .007 .008 12.2
SOIIIO BOC 435.80 7799.50 .003 .052 .002 .00 .13 .404 12.2
SOHIO BOC 435.80 7799.50 .20 .53 .40 .009 6.91 1.14 6.7

623
623
623
555

1033
644
623
644
623
644
623
611
755
519

1088
1088

777
777
721
721
450
450
727
727
623

1144
1144
421

1033
421

1033
971

1366
1366
1088
660

1.0
.3

1.0
1.2

.9
2.5
.3

2.5
.3

2.5
.3
.9

2.4
1.1
.5
.5

2.7
2.7
.2
.2
.9
.9

3.3
3.3
1.0
.4
.4
.5
.9
.5
.9

1.1
.8
.5
.5
.5

VS
(m/sec)

10.6
10.6
10.6
10.6
6.9

20.1
10.6
20.1
10.6
20.1
10.6
10.6
50.6
10.6 
6.9 
7.4

50.6
50.6
15.2 

7.4
13.7 
7.4

22.8 
22.8 
10.7
6.9
7.4

18.3 
6.9

15.2 
6.9 
6.9 
7.4 
6.9 
7.4

18.3



TABLE A-1 (Continued)

NO„
Particulate

Short

(3N

Hap ID Source ID
UTM (kn)

Eaat North
Annual
(8/s)

SO,
(g/«)

Tern
(g/s)

Annual
(g/«)

CO
(g/a)

NHHC
(g/s)

HS
(«)

DS
(•<)

VS
(o/sec)

CC-2 SOHIO P-374 430.00 7803.50 .03 .047 .066 .066 .187 .056 12.2 1088 .5 6.9
CC-2 SOIIIO P-347 430.00 7803.50 .106 .054 .041 .041 .009 .022 12.2 1088 .5 7.4

DU. AKPRT 445.00 7789.00 15.67 1.14 1.12 1.12 3.38 1.25 10.7 428 .6 22.8
FC FRONTIER 445.70 7791.20 7.83 .52 .56 .56 1.69 .63 10.7 428 .5 18.3

ACC 427.00 7801.80 2.61 .17 .19 .19 .56 .21 10.7 428 .3 18.3
FC Dovmtowa 446.50 7791.20 13.06 .87 .93 .93 2.82 1.04 10.7 428 .6 15.2
CC-X SOIIIO GCl 434.75 7800.90 2.83 .049 .121 .121 .20 .04 10.0 506 .61 14.2
CC-l SOIIIO GCl 434.60 7800.95 .38 .005 .02 .02 .02 .004 18.0 506 .41 8.6
CC-2 SOHIO GC2 429.95 7801.90 2.83 .049 .121 .121 .20 .04 10.0 506 .6 14.2
CC-2 SOUIO GC2 430.05 7801.90 .38 .005 ,02 .02 .02 .004 18.0 506 .4 8.6
CC-3 SOHIO GC3 436.65 7798.60 2.83 .049 .121 .121 .20 .04 10.0 506 .6 14.2
CC-3 SOUIO GC3 436.60 7798.55 .38 .005 .02 .02 .02 .004 18.0 506 .4 8.6
CPS SOHIO CPS 437.50 7797.20 .28 .005 .012 .012 .02 .004 18.0 506 .4 3.5



TABLE A-2

GROUP 2: PRUDHOE BAY UNIT OWNERS INCREMENT I SOURCES

Map ID
UTH (km)

Eaac North
Annual
(g/a)

SO2
(g/s)

Particulate
Short
Terra Annual
(g/a) (g/a)

CO
(g/a)

NHHC
(g/a)

HS
(m)

TS
CK)

DS
(m)

VS
(m/aec)

SOHIO GC2 430.10 7801.85 35.33 0.462 1.20 1.20 9.00 3.58 16.7 470 1.71 50.0
SOHIO GC3 436.70 7798.50 8.80 0.47 .30 .30 2.45 .90 16.7 755 2.69 35.0
SOUIO CPS 437.50 7797.20 35.90 0.133 1.25 1.25 10.31 3.77 16.7 755 2.80 42.0



00

Hap 10

TABLE A-3

GROUP 3: PRUDHOE BAY UNIT OWNERS INCREMENT II SOURCES

Particulate
Short

UTM (km) Annual SO2 Tern Annual CO NHHC US TS OS
East North (g/a) (g/a) (g/a) (g/a) (g/a) (g/a)' (n) (°K) (m)

GC-1
GC-l
GC-1
GC-1
GC-1
GC-1
CC-2
GC-2
GC-2
GC-2

434.70 
434 . 75 
434.65 
434.75 
434.60 
434.65 
429.90 
430.00 
430.05 
429.95

7801.05
7601.00
7801.10
7801.10
7801.05
7800.90
7801.85
7801.65
7801.80
7801.80

5.20
1.04 

67.20
2.04 

.12
7.39
5.20
1.04 

126.52
3.05

.027

.005

.408

.039

.002

.138

.027

.005
1.065

.089

.115

.03
1.67

.115

.007

.42

.115

.03
3.17

.17

.115

.03
1.67

.115

.007

.42

.115

.03
4.30

.172

.95

.20
12.54

.20

.012

.72

.95

.20
23.58

.29

.17

.03
2.27 

.03 

.002 

.127 

.17 

.03
4.28 

.05

16.7
16.7
16.7
7.6

18.3
7.6

16.7
16.7
16.7
7.6

830
830
470
623
623
623
830
830
470
623

VS
(m/aec)

.88
..55
1.71

.94

.43

.73

.88

.55
1.71

.94

50.0
50.0
50.0
10.6
10.6
10.6
50.0
50.0
50.0
10.6

GC-2 430.00 7801.75 7.39 .222 .42 .42 .72 .127 7.6 623 .73 10.6
GC-2 429.90 7801.75 .12 .003 .007 .007 .012 .002 18.3 623 .43 10.6
GC-3 436.70 7798.45 5.20 .027 .12 .12 .95 .17 16.7 830 .88 50.0
GC-3 436.65 7798.50 1.04 .005 .03 .03 .20 .03 16.7 830 .55 50.0
GC-3 436.80 7798.45 67.20 .559 1.67 2.31 12.54 2.27 16.7 470 1.71 50.0
GC-3 436.60 7798.45 2.01 .039 .115 .115 .20 .07 7.6 623 ..94 10.6
GC-3 436.70 7798.40 .12 .002 .007 .007 .012 .002 18.3 623 .43 10.6
GC-3 436.75 7798.60 7.39 .222 .42 .42 .72 .127 7.6 623 .73 10.6
DRILL PAD E 437.10 ■7804.70 0.24 .005 .014 .014 .023 .004 14.0 506 .6 14.3
DRILL PAD F 433.50 7804.40 0.24 .005 .014 .014 .023 .004 14.0 506 .6 14.3
DRILL PAD G 435.00 7802.30 0.24 .005 .014 .014 .023 .004 14-0 506 .6 14.3
DRILL PAD D 434.90 7799.60 0.24 .005 .014 .014 .023 .004 14.0 506 .6 14.3
DRILL PAD U 430.90 7800.10 0.24 .005 .014 .014 .023 .004 14.0 506 .6 14.3
DRILL PAD J 430.90 7803.20 0.24 .005 .014 .014 .023 .004 14.0 506 .6 14.3
DRILL PAD H 426.40 7804.20 0.24 .005 .014 .014 .023 .004 14.0 506 .6 14.3
DRILL PAD N 428.10 7802.50 0.24 .005 .014 .014 .023 .004 14.0 506 .6 14.3
DRILL PAD R 428.50 7804.20 0.24 .005 .014 .014 .023 .004 14.0 506 .6 14.3
DRILL PAD q 431.00 7801.60 0.24 .005 .014 .014 .023 .004 14.0 506 .6 14.3
DRILL PAD S 423.50 7804.20 0.24 .005 .014 .014 .023 .004 14.0 506 .6 14.3
DRILL PAD Y 431.20 7796.80 0.24 .005 .014 .014 .023 .004 14.0 506 .6 14.3



TABLE A-3 (Continued)

Map 10
UTM (km) 

East . North'

“Ox
Annual
(s/a)

SO2
(s/b)

Particulate
Short
Term Annual 
(s/s) (s/s)

CO NMHC 
(s/s) (s/s)

HS
(■a)

TS DS 
(°K) (m)

VS
(m/sec)

DRILL PAD A 434.00 7796.60 0.24 .005
DRILL PAD C 437.30 7799.70 0.24 .005
DRILL PAD X 437.00 7793.30 0.24 .005
DRILL PAD B 437.00 7796.60 0.24 .005
CCP 443.70 7802.20 18.58 .115
CCP 443.70 7802.20 .63 .018
FS-1 446.00 7795.25 7.44 .044
FS-1 446.00 7795.20 80.29 .479
FS-2 449.55 7795.50 107.05 .639
FS-2 449.55 7795.40 7.44 .044
FS-2 449.45 7795.50 2.39 .05
FS-3 440.75 7795.70 107.05 .639
FS-3 440.65 7795.80 7.44 .044

>
IVO

.014 .014 .023 ..004 14.0 506 .6 14.3

.014 .014 .023 .004 14.0 506 .6 14.3

.014 .014 .023 .004 14.0 506 .6 14.3

.014 .014 .023 .004 14.0 506 .6 14.3

.46 .46 3.45 .63 16.7 470 1.71 50.0

.03 .03 .06 .01 9.1 519 .5 14.1

.18 .18 1.40 .25 16.8 748 1.0 29.7
1.84 1.84 14.96 2.73 16.7 470 1.71 50.0
!.45 2.45 19.96 3.62 16.7 470 1.71 50.0
.18 .18 1.40 .25 16.8 748 1.0 29.7
.14 .14 .23 .04 15.0 530 .9 12.0

!.45 2.45 19.96 3.62 16.7 470 1.71 50.0
.18 .18 1.40 .25 16.8 748 1.0 29.7



TABLE A-4

GROUP 4: PRUDHOE BAY UNIT OWNERS WATERFLOOD SOURCES

Map ID Source ID
UTM (kn)

East North

NOx
Annual
(g/s)

SO2
(g/a)

Particulate
Short
Tern Annual

(g/s) (g/s)
CO

(g/s)
NMHC

(g/s)
HS
(«)

TS
(®K)

DS
(■»)

VS
(111/sec)

SWT SWTR TRT 443.00 7810.10 7.88 .144 .45 .45 .78 .14 28.0 530 1.4 12.0
SWT SWTR TRT 443.00 7810.10 2.85 .05 .16 .16 .28 .05 28.0 530 1.0 12.0
IPS E INJ PUT 44S.S0 7795.00 59.47 1.243 1.44 1.44 11.08 2.01 21.0 450 2.4 16.2
IPW W INJ PLT 435 on 7800.70 59.47 1.243 1.44 1.44 11.08 2.01 21.0 450 2.4 16.2
IPW W INJ PI.T 445.50 7795.00 2.39 .05 .14 .14 .23 .04 15.0 530 .9 12.0
IPE E INJ PLT 435.00 7800.70 2.39 .05 .14 .14 .23 .04 18.3 530. .9 12.0

'rH*
O



TABLE A-5

GROUP 5: PRUDHOE BAY UNIT OWNERS SWAP ADDITION SOURCES

>
II-*

Particulate a

Short
UTM (km) Annual SO2 Term Annual CO NMUC HS DS VS

Hap ID East North («/») (8/3) (8/8) (8/8) (8/8) (8/8) (m) (») (m/sec)

SIPW A35.00 7B00.70 U.9 .071 .29 .29 2.22 .40 22.2 450 0.76 29.0
SIFW 43S.OO 7800.70 18.0 .337 1.04 1.04 1.70 .30 22.2 450 1.77 29.9
GC-2 429.95 7801.70 5.6 .036 .14 .14 1.04 .19 22.2 450 1.16 31.4
GC-3 436.70 7798.55 5.6 .036 .14 .14 1.04 .19 22.2 450 1.16 31.4
STP 443.00 7810.10 7.2 .213 .41 .41 .68 .12 22.2 450 0.91 14.4
SIPE 445.50 7795.00 11.9 .071 .29 .29 2.22 .40 22.2 450 0.76 29.0
SIPE 445.50 7795.00 18.0 .331 1.04 1.04 1.70 .30 22.2 450 1.77 29.9
SIPE 445.50 7795.00 18.6 .072 .45 .45 3.47 .63 22.2 450 1.77 29.9



TABLE A-6

GROUP 6: NORTHWEST ALASKAN PIPELINE COMPANY PERMITTED SOURCES

Hd|> ID
UTH (kn) 

Edut Nurth
Annual
(k/»)

SO,
(g/a)

Partlculuta__
Short
Tain Annnul 
(g/u) (g/a)

a(h:f 4A3.13 7802.39 38.53 .76 .74 .74
AliCk' A41.17 7802.20 38.53 .76 .74 .74
ACCF A43.I2 7802.40 21.98 .44 .42 .42
A<;CF 443.16 7802.21 21.98 .44 .42 >.42
A(ii:p 443.30 7802.33 96.31 1.90 1.85 1.85
ACCF 443.38 7802.05 128.64 2.52 2.52 2.52
ACCV 443. 31 7802.15 42.88 .84 .84 .84
ACCF 443.31 7802.11 16.47 .32 .32 .12
ACCF 443.07 7802.24 79.29 1.56 1.51 1.53
ai;c;f 443.23 7801.97 3.51 .99 .45 .45
ACCF 443.22 7801.97 7.44 2.07 .91 .91
ACCF 443.33 7802.21 6.51 1.83 .81 .81
ACCF 441.50 7802.40 .30 .012 .01 .01
Ai;CF 441.60 7802.30 .15 .05 .05 .05
ACCF 441.60 7802.40 1.42 .016 .05 .05
ACCF 439.50 7796.80 .16 .05 .05 .05

CO
(g/a)

muic
(g/a)

'US
(ui)

TS
(*K)

US

(»)
VS

(n/aac)

9.24 1.68 28.96 605.2 3.81 15.24
9.24 1.68 28.96 605.2 3.81 15.24
4.94 .90 28.96 609.7 2.89 15.24
4.94 .90 28.96 609.7 2.89 15.24

23.10 4.20 28.96 605.2 3.81 15.24
30.96 5.64 28.96 605.2 4.02 15.24
10.32 1.88 28.96 605.2 4.02 15.24
3.76 .66 28.96 781.3 2.84 15.24

19.08 3.48 28.96 605.2 4.47 15.24
.48 .09 38.10 421.9 1.16 15.24

1.05 .19 38.10 449.7 1.74 15.24
.93 .17 38.10 421.9 1.58 15.24
.011 .002 28.96 421.9 0.53 15.24
.00 .00 28.96 421.9 0.15 3.05
.58 .10/ 28.96 605.7 0.86 15.24

1.14 .20 28.96 605.7 0.49 15.24



TABLE A-6A

(-*OJ

11)

1
2
3
4
5
6
7
8 
9

10
11
12
13
U

UlM (km)
East Nortli

NOx
(g/a)

4A2.887 
A^2.625 
A43.038 
^tA2.659 
A42 973 
Util. 735 
A/.2.909 
A/.2.671 
))42.958 
^A2 716 
A41.739 
UUl.tilti 
tiU\. 738 
639.576

7802.753 
7802.357 
7802.665 
7802.357 
7802.626 
7802.223 
7802.238 
7802.668 
7802.553 
7802.561 
7802.213 
7802.695 
7802.110 
7795.689

19.3
39.2
61.2 
36.6
36.6 

110 5 .
86.0 
71 1
11.6 
6.78 
0.36 
0.113 
0.037 
0.02

HWEST ALASKAN PIPELINE COMPANY SOURCES

SOj rii 118 TS US VS
(g/s) (g/a) (m) (OR) (m) (m/s)

0 006 0.63 25.0 598.0 6.38 15.26
0.70 0 72 36.9 583.0 3.76 15.39
1.11 1.17 36.9 591.3 3.89 15.26
0.62 0.66 35.1 571.9 3.52 15.26
0.62 0.66 35.1 571.9 3.52 17.37
2 05 2.05 38. 1 598.0 3.96 17.37
1.56 1.60 27.7 598.0 3.96 15.26
1 . 32 1 32 26.1 699 7 6.77 15.26
6.01 1.66 27.3 500.8 2.66 15.26
0.30 0.60 26 7 557.6 1.75 15.26
0.00 0.06 15 2 866.3 0.51 15.26
0 00 0.02 6.6 699.7 0.16 15.26
0.00 0.00 6.6 699.7 0. 13 15.26
0.00 0.00 15.2 699.7 0 13 15.26



TABLE A-7

GROUP 7: SOHIO & ARGO PSD IV SOURCES

Map ID
UtM (km) 

East North
Annual
(g/s)

SO2
(s/a)

Particulate
Short
Term Annual 
(s/a) (s/a)

CO
(s/a)

NMHC
(s/a)

HS
(m)

TS
CK)

DS
(m)

VS
(m/sec)

I

GC-1
GC-1
GC-2
GC-2
GC-3
GC-3
IPU
FS-1
FS-1
FS-1
FS-2
FS-3
FS-3
SWT

A34.70
^34.65
430.05
430.10 
436.75 
436.80
435.00
446.00 
445.90
446.10 
449.45 
440.65 
440.65
443.00

7800.95
7801.00
7801.70 
7801.75 
7798.50 
7798.55
7800.70 
7795.15
7795.10 
7795.30 
7795.40
7795.70 
7795.60
7810.10

11.53
26.90
17.29
34.59 
5.76

46.12
19.22
3.84
3.02

27.67
7.69
7.69
3.02

24.60

.068

.159

.102

.204

.034

.272

.113

.023

.057

.163

.045

.045

.057

.145

.28

.66

.43

.85

.14
1.13

.47

.09

.17

.68

.19

.19

.17

.60

.28

.66

.43

.85

.14
1.13

.47

.09

.17

.68

.19

.19

.17

.60

2.08
4.85
3.12
6.24
1.04
8.32
3.47

.69

.29
4.99
1.39
1.39

.29
4.44

.38

.88

.57
1.13

.19
1.51

.63

.13

.05

.91

.25

.25

.05

.81

22.2
22.2
22.2
22.2
22.2
22.2
22.2
22.2
22.2
22.2
22.2
22.2
22.2
22.2

450
450
450
450
450
450
450
450
450
450
450
450
450
450

1.16
1.98
1.16
1.98
1.16
1.98
1.98
1.16

.91
1.98
1.16
1.16

.91

.76

31.4
33.2
31.4
31.4
31.4
33.2
33.2
31.4
14.4 
33.2
31.4
31.4
14.4 
29.0
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TABLE A-8

GROUP 8: PROPOSED ENDICOTT DEVELOPMENT PROJECT POINT SOURCE EMISSIONS INVENTORY

um No. of

------Sttct_ChincferJ|llcj_
Stack Total Ralsslons 

(aodeled Fjnlaaional
Building Diaensions

Used for Modelini

Nip ID

Eaitlni
(Ul)

Northing
(k>)

Unlti
Modclid

Soorco Type

Height
(■)

Te«p

CD
Disa

(a)
Vet

(a/t)
NO

(g/i)
SOa

(g/s)
NiOIC
(g/i)

CO
(g/l)

PN
(g/i) Height Length Width 

(■) (a) (a)

PIB 466.30 7803.10 2
73 m. he.ter

24.1 422 1.04 10.4 4.6 0.07 0.06 0.34 0.3 18.0 30.5 24.4

PIB 466.30 7803.10 2
TEC

2.2 n. ^ he.ter 
nr

20.7 506 0.24 8.9 0.13 0.002 0.002 0.01 0.01 17.7 30.5 24.4

WID 467. 7804.84 2 It.
22 ■> he.ter

23.9 810 0.90 8.2 0.90 0.02 0.04 0.20 0.08 22.9 30.5 24.4

PIB 466.30 7803.10 2 drilling
ri|
engines

7.3 491 0.90 13.6 70.0 <.001 3.6 3.68 <.001 4.3 30.5 24.4

PIB.SIA.SIC 466.30 7803.10 8 2.5 >1. wcllkome
hr hister

623 0.25 11.0 0.61 0.01 0.01 0.05 0.04 7.3 30.5 24.4

PIB 466.30 7803.10 6

power
generition

10 KW gis turbine
34.0 450 1.5 32.5 61.8 0.4 2.0 11.2 1.5 17.4 30.5 24.4

PIB 466.30 7803.10 2
Lps/wnc

36 MOP gas turbine
33.5 450 2.3 38.5 55.3 0.3 1.8 10.0 1.4 30.5 30.5 24.4

PIB 466.30 7803.10 6.6 VGC gis
5 MIIP turbine

30.0 450 1.16 31.4 25.4 0.17 0.83 4.6 0.62 17.7 30.5 24.4

PIB 466.30 7803.10 4.8 wnc gis
10 MIIP turbine

30.0 450 1.45 31.0 36.9 0.24 1.20 6.6 0.90 17.7 30.5 24.4

MCC 461.08 7794.57 2
2 MIIP power 18.3generition 

diesel turbine

755 0.76 25.6 2.14 1.76 0.18 0.48 0.16 15.3 30.5 24.4

NCC 461.08 7794.57 1 Conbined waste
IncinerI tor

18.3 1280 0.76 11.4 0.136 0.183 0.097 0.324 0.225 15.3 30.5 24.4

PIB 466.30 7803.10 1 Conbined waste Incinerator 18.3 1263 0.45 11.4 0.053 0.027 0.033 0.110 0.077 15.3 30.5 24.4

WID 467.34 7804.84 1
300 IIP SWI 
diesel pump engine

22.9
588 0.25 4.42 0.46

0.002 0.008 0.033 0.05 19.9 30.5 24.4



TABLE A-9

GROUP 9: EOR/CCP ENGINEERING REFINEMENT TO THE PRUDHOE BAY UNIT

St«ck Characteristic! Total Emissions
UTH Coordinates Stack

Building Dimensions 
I ina

>
I!-■

Ov

Status Facility Permit
Easting

(km)
Northing

(km)
Height

(m)
Temp
(•K)

Diam
(m)

Vel
(m/a)

NO,
(g/s)

SO,
(g/s)

PH
(g/s)

Height
(m)

Length
(m)

Width
(m)

Currently GC-2 PSD II 430.050 7801.800 16.7 470.2 1.7 50.0 59.32 0.362 1.5 13.7 33.5 24.2
Permitted GC-3 PSD IV 436.800 7798.550 22.2 450.0 1.9 33.2 46.12 0.272 1.13 19.2 33.5 24.2
Source Deletions FS-1 PDS IV 445.900 7795.100 22.2 450.0 0.9 14.4 3.02 0.057 0.17 19.2 33.5 24.2

FS-1 PDS IV 446.100 7795.300 22.2 450.0 1.9 33.2 27.67 0.163 0.68 19.2 33.5 24.2
FS-2 PDS II 449.550 7795.000 16.7 470.2 1.7 50.0 26.76 0.164 0.612 13.7 33.5 24.2
FS-3 PDS IV 440.650 7795.600 22.2 450.0 0.9 14.4 3.02 0.057 0.17 19.2 33.5 24.2
IPE PDS III 445.500 7795.000 21.0 450.2 2.4 16.2 11.89 0.073 0.288 18.0 33.5 24.2
CCP PSD II 443.700 7802.203 9.1 519.2 0.5 14.1 0.63 0.012 0.03 6.1 33.5 24.2
SWT PSD III 443 .000 7810.133 28.0 530.2 1.4 12.0 7.88 0.151 0.45 25.0 30.5 24.2
SWT PSD III 443 .000 7810.133 28.0 530.2 1.0 12.0 2.85 0.055 0.16 25.0 30.5 24.2
SWT PSD IV 443 .000 7810.100 22.2 450.0 0.7 29.0 24.60 0.145 0.60 19.2 30.5 24.2
SWT SWAP 443.000 7810.133 22.2 450.0 0.9 14.4 7.20 0.137 0.41 19.2 33.5 24.2

Proposed EOR/CCP SWT Proposed 442.870 7812.340 33.8 450.0 0.91 14.4 67.20 0.326 0.994 19.2 33.5 24.2
Engineering EOR PBU 443 .370 7802.100 22.2 450.0 1.9 33.2 55.34 0.326 1.36 19.2 33.5 24.2
Refinement EOR Amendment 443 .430 7802.160 22.2 450.0 1.9 33.2 55.34 0.326 1.36 19.2 33.5 24.2
Sources CCP II 443 .660 7802.160 22.2 450.0 1.9 33.2 83 .01 0.489 2.04 19.2 33.5 24.2

EOR II 443 .370 7802.240 22.2 450.0 0.9 14.4 6.96 0.130 0.40 15.2 33.5 13.7

^In order to retain production flexibility. the Unit Owners have permitted a total turbine capacity rather than specific units.
Conservative modeling methods have been employed in that the stack parameters of the smallest turbine consistent with intended 
turbine use were modeled. The number of units is therefore the equivalent modeled number of a specific size turbine needed to 
produce the total permitted capacity.
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TABLE A-10

GROUP 10: PROPOSED LISBURNE PROJECT POINT SOURCE EMISSIONS INVENTORY

UTM No. of 
Eittlnt Nortblni Uiiltt 

Map ID (kn) (ka) Modeled Sooroe l^pe

Stack Ch»facterlttlo 
Stack
llel|ht Temp Dlaa Vel

(>) (•!) (a) (a/a)

Total Ealtalona 
(aodeled Ealetlone)
SOi EC

Building Dlaeniloui
ffteJ fOk.lL°ilelj°k_ 

PM Height Length Width
(g/a) (g/a) (g/a) (g/a) (g/a) (a) (a) (a)

LPC 443.99 7798.61 2
fee TEG

10 aa “ rehoiler 33.9 389 0.6 3.3 0.42 0.397 0.008 0.107 0.013 29.9 31.8 18.3

LPC 446.09 7798.31 2
_ utility 30 m ^ heatera 35.9 333 1.1 6.1 1.28 1.192 0.026 0.320 0.046 18.3 23.2 23.6

LPC 443.99 7798.31 1
40aal^^ 33.9

-tlonatox 333 1.4 6.1 0.83 0.793 0.017 0.214 0.031 18.3 23.2 23.6

LPC 443.99 7798.41 2 HUl prooeei 
hr haatera

35.9 644 1.7 6.2 2.99 2.782 0.060 0.748 0.107 18.3 23.2 23.6

LPC 446.09 7798.41 2
refrlf.

10 NEP turbine 33.9 728 1.7 23.6 12.60 3.330 0.304 2.780 0.379 19.2 48.8 16.4

LPC 446.09 7798.61 3
generator

20 MHP 33.9 783 2.3 23.6 37.80 10.39 1.310 8.320 1.135 26.8 44.3 16 .4

LPC 443.99 7798.41 3
Injection

32 NHP turbinea 37.4 728 2.7 32.6 60.48 16.93 2.420 13.320 1.820 19.2 48.8 16.4

LI 444.86 7803.92 1 Btu drill alte 
™ hr heaters 14.6 700 1.1 7.3 0.33 0.807 0.011 0.134 0.019 — — —

U 446.80 7800.34 1 25 Btu drill site
hr heaters

14.6 700 1.1 7.3 0.53 0.807 0.011 0.134 0.019 — — —

U 430.34 7799.39 1 25 Btu drill site
"" hr heaters 14.6 700 1.1 7.5 0.33 0.807 0.011 0.134 0.019 — — —

M 434.30 7798.81 1 „ Bla drill site
hr heatera

14.6 700 1.1 7.3 0.33 0.807 0.011 0.134 0.019 — — —

L5 433.37 7803.65 1 25 ^ filB drill site
hr heaters

14.6 700 1.1 7.3 0.33 0.807 0.011 0.134 0.019 — — —
L< 449.10 7804.33 1 25 glB drill site

hr heaters
14.6 700 1.1 7.3 0.33 0.807 0.011 0.134 0.019 — — —



TABLE A-11

GROUP 11; KUPARUK RIVER UNIT DEVELOPMENT EXISTING AND PREVIOUSLY LICENSED SOURCES

Map
ID Description

UTM
East

(km)
North

NOx
g/s

SO,
g/s

PM
g/s

CO
g/s

HC
g/s

HS
(m)

TS
CK)

DS
(m)

VS
(m/s)

CPF 4-5 MHP turbines w/WHR 401.25 7804.24 13.6 0.08 0.28 2.72 0.48 18.4 475 1.2 29.9
CPF 2-14 MHP turbines w/WHR 401.25 7804.24 19.4 0.1 0.42 3.88 0.70 24.4 500 2.2 22.4
CPF 5-10 MMBtu/hr heaters 401.24 7804.25 1.3 0.02 0.085 0.094 0.015 17.4 450 0.8 8.6
CPF 1-20 MMBtu/hr heater 401.24 7804.25 0.53 0.008 0.034 0.039 0.007 26.2 450 0.9 6.0
CPF 1-1300 Ib/hr incinerator 401.24 7804.25 0.25 0.2 0.58 0.82 0.025 12.3 1144 1.2 12.4

'r00



Map
ID

CPF-1

>I
!-■
>X)

CPF-2

CPF-3

TABLE A-12

GROUP 12; KUPARUK RIVER UNIT DEVELOPMENT CURRENTLY PROPOSED SOURCES - 3/84

UTM (km)
East North

NOx
(g/s)

SO 2 
(g/s)

PM
(g/s)

CO
(g/s)

HC
(g/s)

402.097
402.122
402.122
401.956
402.235
402.285
402.335
402.385
402.235
402.285 
402.335 
402.385 
402.250 
402.157 
402.011

391.43
391.43
391.43
391.43

393.00
393.00
393.00
393.00

393.286 
393.284 
393.286

7803.965
7803.965
7803.940
7803.972
7804.180
7804.180
7804.180
7804.180
7804.130
7804.130
7804.130
7804.130
7804.110
7803.991
7804.076

7800.450
7800.450
7800.450
7800.450

7810.000
7810.000
7810.000
7810.000

7825.290
7825.342
7825.290

13.38
3.34
3.34

19.4
23.56
23.56
23.56
23.56
23.56
23.56
23.56

0
2.65
0.5
0.23

34.65
29.09
2.27
0.25

34.65
48.49

2.27
0.25

1.01
1.97
6.93

0.08
0.02
0.02
0.10
0.12
0.12
0.12
0.12
0.12
0.12
0.12
0
0.08
0.015
0.121

0.20
0.15
0.068
0.008

0.20
0.25
0.68
0.008

0.032
0.078
0.04

0.28
0.07
0.07
0.42
0.51
0.51
0.51
0.51
0.51
0.51
0.51
0
0.36
0.089
0.345

0.70
0.63
0.306
0.084

0.70
1.05
0.306
0.034

0.136
0.332
0.140

2.72 
0.68 
0.68 
3.9 
4.71 
4.71 
4.71 
4.71 
4.71 
4.71 
4.71 
0
0.40
0.078
0.486

6.8
5.79
0.32
0.04

6.8
9.66
0.32
0.04

4.73 
11.54
4.87

0.48
0.12
0.12
0.70
0.86
0.86
0.86
0.86
0.86
0.86
0.86
0
0.06
0.014
0.151

1.19
1.05
0.03
0.01

1.19
1.75
0.03
0.01

0.024
0.058
0.240

HS
(m)

18.4
18.4
18.4
24.4 
24.4 
24.4 
24.4 
24.4 
24.4 
24.4 
24.4
24.4
17.4 
26.2 
12.8

18.4
24.4
17.4 
26.2

18.4
24.4
17.4 
26.2

27.5
35.6 
27.5

TS
(°K)

DS
(m)

475
475
475
500
500
500
500
500
500
500
500
500
450
450

1255

475
500
450
450

475
500
450
450

455
374
455

1.2
1.2
1.2
2.2
2.2
2.2
2.2
2.2
2.2
2.2
2.2
2.2
0.8
0.9
0.76

1.2
2.2
0.8
0.9

1.2
2.2
0.8
0.9

1.4
1.5 
1.4

VS
(m/s)

29.9
29.9
29.9 
22.2
43.9 
43.9 
43.9 
43.9 
43.9 
43.9 
43.9
43.9 
8.2 
6.0

15.4

29.9
22.4 
8.2 
5.7

29.9
22.4
8.2
5.7

20.7
7.6

20.7



APPENDIX B

COMBUSTION AND EMISSIONS CALCULATIONS
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PROJECT NAME - Kuparuk River Unit

Combustion Calculation

Fuel Composition supplied by Arco:

Molecular
imponent Weight Mole %
CO2 44.1 1.3
N2 28.016 0.7
CH4 16.043 78.0
C2H6 30.070 10.0
C3H8 44.097 10.0
H2S 34.00 0.002 (20 ppm) 

negligible

Heating Value of Fuel = 1100 Btu/scf @ 25°C, 1 atm 

(supplied by Arco)

PV

V

V

V

nRt
nRt

P
(lb mole) (1.31 atm ftVlb mole°K) (298.2°K) 

1 atm
390.6 scf/lb mole fuel @ 298.2°K, 1 atm

0.78 + 1.56

CH4 + 202

0.1 + 0.35

C2H6 + 3.5O2 

0.1 + 0.5

C3H8 + 5O2 

0.98 + 2.41

0.78 + 1.56 

CO2 + 2H2O 

0.2 + 0.3

2CO2 + 3H2O 

0.3 + 0.4

3C02 + 4H2O 

1.28 + 2.26

(moles)

(mole totals)
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PROJECT NAME - Kuparuk River Unit

O2 needed = 2.41 moles/mole fuel

N2 - X 2.41 = 9.07 moles/moles fuel

CO2 fomed = 1.28 moles/moles fuel

H2O formed = 2.26 moles/moles fuel

B-3
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PROJECT NAME - Kuparuk River Unit

Combustion Calculation (based on fuel analysis supplied In original Kuparuk
permit application).

We have that;

(0.02 Inert + 0.98 moles) +2.41 moles -*■ 1.28 moles + 2.26 moles + 0.02 moles
VJ t t \/ V- ‘ V- ‘

fuel
—
02 CO2 H2O Inert fuel

From the Above Equation:

2.41 moles O2 req'd (theoretical)/mole fuel

Theoretical air 21% 79%
O2 + N2

Theoretical N2 = 2^ O2 = 22 (2.41) = 9.07 moles N2 req'd/mole fuel 
21 21

O2 N2
Theoretical air = 2.41 + 9.07 = 11.48 moles/mole fuel

With complete combustion with 15% O2 In flue gas, the total lb moles O2 
(dry) per lb mole of fuel, X Is calculated by the following equation.

0.15

0.15

X lb mole O2
X lb moles O2 + 1.28 lb moles CO2 + 9.07 + X lb moles NO2

4.76 X + 10.36 

X = 0.15 (4.76 X + 10.36)

X = 0.71 X + 1.55

IX - 0.71 X = 1.55 

0.29 X = 1.55

X = 5.34 lb moles 02/lb moles fuel
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PROJECT NAME - Kuparuk River Unit 

Therefore, the flue gas products dry are: 

Component
lb moles flue gas/ 

lb moles fuel

Na: (3.76 x 5.34) + 9.07 
02

1.28
29.15
5.34

35.77 lb moles flue gas 
lb moles fuel

or
scf flue gas 

scf fuel

Sample Calculation of Exit Velocity

4727 scf fuel x 14.25 scf flue = 67832.5 scf flue/hr
hr scf fuel

Q = 67832.5 scf flue gas/hr x

min X 450°K x

60 min

60s 298°K 35.31 ft^
0.806 m^/s

Q = 0.81 mVs

Q = TT Vs 
4

Vs = 3.29 m/s

0.56 m

(4)Q
TTD2
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PROJECT NAME - Kuparuk River Unit

Gas Heater Emission Calculations

The potential emissions of pollutants from gas heaters were calculated 
using the following equation:

Emission (TPY) = Heat Rate^^^ scf 8760 hr (2) ton
Rate of Heater ^ 1100 Btu yr 2000 lb

Emission factors were taken from Table 1.4-1 of AP-42.

PM = 15 lb/10^ ft^

CO = 17 lb/10^ ft^;

HC (as CH4) = 3 lb/10^ ft®; 

NOx (as NO2) = 0.1 Ib/MMBtu*

Highest of 5-15 range

(1) Fired Duty
(2) EF = Emission Factor iQ3ft3^gai'"bur^ed

(3) NOx emission factor from the approved original Kuparuk PSD permit.
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PROJECT NAME - Kuparuk River Unit

SO2 Emission Factor for Gas Combustion

Emission Assumptions:

1. H2S in fuel = 20 ppm

2. H2S + 3/2 O2 ^ SO2 + H2O

3. 1 mole H^S = 1 mole SO2

4. Standard Conditions = 25°C, 1 atm

SO2 Emission Factor 20 lb moles H2S lb mole SO2
10® lb moles fuel lb mole H2S

64 ^^2
lb mole SO^

lb mole fuel 
390.6 scf

3.3 lb SO2 
10° scf 1100 Btu

0.0030
lb SO2 

106 Btu

1.4
g SO2 

10® Btu
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PROJECT NAME - Kuparuk River Unit

NOx Emissions From Gas Turbines

NO flue gas concentration = 150 ppmv in flue gas on a dry basis at 15% excess 0„ 

9433 Btu/hp-hr = maximum heat rate for turbines in this permit.

Dry

lb moles flue gas 
hp-hr

= 9433 Btu lb moles fuel 36.3 moles flue gas
hp-hr ^ 390.6 scf fuel ^ lb mole fuel ^

X scf fuel _ 0.7969 lb moles flue gas
hp-hr1100 Btu

lb_____  _ 0.7969 lb moles flue gas
1000 hp-hr hp-hr

46.008 lb NO2 X 1000 = 
lb mole

0.000150 lb moles NO2 
lb moles flue gas

5.5 lb NO^
1000 hp-hr

5000 hp X 5.5 lbs NOx 
1000 hp-hr 27.5

hr

27.5 lb NOx X 453.59 ® x
3600s 3.46 g NOx 

s

Emissions of SO2, PM, CO, and HC from the 5 MHP, 14 MHP, and 34 MHP turbines 
were obtained from the original Kuparuk permit application.
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PROJECT NAME - Kuparuk River Unit

Incinerator Emissions (Waste Combustion with Supplemental Natural Gas) 

Calculation factor from AP-42 Table 2.1-1 Refuse Incinerator 

PM = 7 lb/ton 

SO2 = 2.5 lb/ton 

CO = 10 Ib/ton 

HC = 3 lb/ton 

NO2 = 3 lb/ton

lb PM0.385 ton/hr x 7 Ib/ton = 2.7 —— = 0.34 g/s

0.385 ton/hr x 2.5 Ib/ton = 1 = 0.12 g/s

lb CO0.385 ton/hr x 10 Ib/ton = 3.8 —— = 0.48 g/s

0.385 ton/hr x 3 Ib/ton = 1.2 -- = 0.15 g/s

0.385 ton/hr x 3 Ib/ton = 1.2 = 0.15 g/s

Calculation factor from AP-42 Table 1.4-1 Natural Gas Combustion 

PM = 15 lb/10® scf fuel

SO2 = 3.3 lb/10® scf fuel (based on 20 ppm H2S)

CO = 17 lb/10® scf fuel 

HC = 3 Ib/lO® scf fuel 

NO2 = 230 Ib/lO® scf fuel
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PROJECT NAME - Kuparuk River Unit

2750 scf fuel/hr x 15 lb/10® scf fuel 0.04 lb PM 0.005 g/s

2750 scf fuel/hr x 3.3 lb/10® scf fuel = 0-009^1^ SO2 ^ q

2750 scf fuel/hr x 17 lb/10® scf fuel

2750 scf fuel/hr x 3 lb/10® scf fuel =

0.05 lb CO

0.009 lb HC

0.006 g/s

0.001 g/s

2750 scf fuel/hr x 230 lb/10® scf fuel = 0»633^1b NO2 ^ q

Total Incinerator Emissions (natural gas combustion + waste combustion)

PM = 0.34 + 0.005 = 0.345 g/s

SO2 = 0.12 + 0.001 = 1.121 g/s

CO = 0.48 + 0.006 = 0.486 g/s

HC = 0.15 + 0.001 = 0.151 g/s

NO 2 = 0.15 + 0.08 = 0.23 g/s
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PROJECT NAME - Kuparuk River Unit

Incinerator Exit Velocity Calculation (CPF-1)

765 Ib/hr combined waste incinerator-assumed 30% moisture 

Dry combustibles =765 Ib/hr x .7 = 535.5 Ib/hr

Moisture total = 765 Ib/hr x .3 = 765 Ib/hr

Volume of Combustion Products in Primary Chamber 
Volume through flame port with 200% x's air 

267.72 scf/lb AP-40, page 446

Fuel 2750 scf fuel/hr x 14.35 scf flue gas/scf fuel gas = 3.95 x 10** ^

Garbage 535.5 Ib/hr x 267.7 scf/lb
390.6 scf/moleMoisture 229.5 Ib/hr x 18 Ib/mole

Total volume of combustion products through 
primary chamber

1.43 X 10® scf/hr 

4.98 X 10^ scf/hr

1.87 X 10® scf/hr

Volume Through Secondary Chamber

Assume 50% theoretical air added. 85.12 scf/lb AP-40, page 446 

535.5 Ib/hr x 85.12 scf/lb x 0.5 = 22,791 scf/hr

Total volume of combustion products 

Volume through primary chamber 
Volume through secondary chamber 
Total volume of combustion products

1.87 X 10® scf/hr 

22,791 scf/hr 
2.10 X 10® scf/hr
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PROJECT NAME - Kuparuk River Unit

Incinerators (continued)

Q = Volume of Waste Combustion Products + Volume of Fuel Combustion 
Products

Q - 2.1 X 10= X 35.31 ft3 3600s

Q = 1.65 mVs

0.76 m

tt(0.76 m)■

A = 0.45 m^

Velocity (Q) (T2) 
(A) (Ti)

(1.65 mVs)(1255°K) 
(0.45 m2)(298.2°K)

V = 15.4 m/s
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METEOROLOGICAL DATA PROCESSING
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DATA SOURCES

Three sources of meteorological data were used to 

develop the annual Joint Frequency Fxmction (JFF) and the 

modified short-term PREP data files for the modeling effort:

• Prudhoe Bay meteorological monitoring data,

• Barter Island National Weather Service (NWS) 
upper air data, and

• Prudhoe Bay acoustic sounder mixing heights 

for the winter night period.

Data for the period from April 1, 1979 through March 31, 1980 

were processed according to the flow diagram shown in Fig­
ure C-1. The Prudhoe Bay monitoring data that were processed 

include 10-meter wind direction, wind speed, and temperature 

measurements from the Well Pad A site (Trailer 041) and 

60-meter wind direction standard deviation measurements (Og) 
from the Sohio Tower site (Site 039).

STABILITY CLASS DETERMINATION

Hourly stability class estimates were made according 

to the modified Og method recommended in the Guideline on 

Air Quality Models. Proposed Revisions (EPA OAQPS Gxiideline, 
Series, October 1980), with two exceptions:

• the Cg measurements from 60 meters were used, 
with a modification of the stability class 

limits to apply to 60 meters, since 10 meter 

a. measurements were not available, and
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NWS - National Weather Service

Figure C-1. Fiow Diagram for Meteoroiogicai Data Processing.



• E and F stability class estimates that
occurred when 10-meter wind speeds greater 

than 11 knots were changed to D stability.

The formula given by Sedefian and Bennett in "A 

Comparison of Turbulence Classification Schemes" (Atmospheric 

Environment, Vol. 14, pp. 741-750, 1980) was used to adjust the 

Og stability class ranges, as follows:

P,
ag(60 m) 0

where P 9

The a.

CgdO m) (60/10)

ag(10 m) 6

-0.06 for A stability 

-0.15 for B stability 

-0.17 for C stability 

-0.23 for D stability 

-0.38 for E stability 

-0.53 for F stability

for 60 meters were also modified to,g ranges
account for the surface roughness as recommended by the modeling 

guidelines. A roughness parameter of = 0.27 cm was used.
This roughness value was determined from 40 and 60 meter wind 

speed observations at the SOHIO tower, using the logarithmic 

profile equation. Accordingly, the multiplying factor for 

adjusting the Og ranges for surface roughness is

(Z^/15 cm) 0.2 0.45
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Following this procedure, a new set of Og stability 

class ranges was generated and used for the Kuparuk Oil Field 

application:

Stability Class

A
B
C
D
E
F

Adjusted Og Ranges for 60 Meters

9.1°
-6.0°
4.2°
2.2°
0.9°

< ‘^9
< ag <
< Og<
< Og<
< Og<

9.1°
6.0°
4.1°
2.2°
0.9°

For nighttime conditions (one hour prior to simset 
to one hour after sunrise) adjustments to the stability class 

estimates were made according to the new modeling guidelines, 

as follow:

If the nighttime a 9stability class was 

A

And if the 10m wind speed, u, was 
m/s mi/hr

u<2.9
2.9<u<3.6
3.6^u

u<2.4
2.4<u<3.0
3.0<u

u<2.4
2.4<u

u<6.4
6.4<u<7.9
7.9<u

u<5.3 
5.3£u<6.6 
6.6<u

u<5.3
5.3<u

D

E

F

wind speed not considered 

wind speed not considered 

wind speed not considered

Then the 
stability class 
was changed to

F
E
D

F
F
D

E
D

D

E

F
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MIXING HEIGHT DETERMINATION

The Holzworth program from the National Climatic 

Center was used to compute twice-daily mixing heights based 

on the vertical temperature profiles from Barter Island in 

conjunction with 10-meter temperatures monitored at Prudhoe 

Bay, These twice daily mixing heights were input to the PREP 

preprocessor program to calculate hourly mixing heights for 

the one-year period. PREP was not designed to handle situations 

in which the meteorological data are collected at a monitoring 

site above the Acrtic Circle. Therefore, PREP was modified to 

handle the impact of the circumpolar sun on processing meteoro­
logical data. These modifications are identical to those dis­
cussed in the Unit Owners' Waterflood Application.

Hourly mixing heights produced by the modified PREP 

program were used for the entire period except for October 2,
1979 through February 2, 1980 when the maximimi daily sun eleva­
tion above the horizon was less than about 10 degrees. The PREP 

determination of mixing heights is not applicable to the winter 

nighttime conditions that occur at the Kuparuk Oil Field because 

it assumes that unstable conditions occur each day due to solar 

heating. For the winter nighttime period, mixing height measure­
ments made by an acoustic sounder at Prudhoe Bay were used. Only 

mixing heights identified with a capping elevated inversion were 

used in this case. For times during the winter period where a 

capping inversion was not present, the mixing height was consid­
ered to be undefined and an arbitrary, large voliime of 5,000 

meters was used.

The annual mixing height for long-term modeling was 

determined by averaging the Holzworth determined afternoon 

mixing heights. An annual average value of 300 meters was 

calculated.
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ISC

The Industrie Source Complex (ISC) Gaussian dispersion 

model (Bowers et al, 1979) is a set of two computer programs that 

can be used to assess the air quality impact of emissions from 

the wide variety of sources associated with an industrial source 

complex. The short-term version of ISC is ISCST and is used to 

predict short-term ambient concentrations, The long-term version 

of ISC is ISCLT and is used to predict annual or seasonal average 

ambient concentrations. The ISC model is designed for use with 

non-reactive pollutants. ISC is a multiple source model capable 

of predicting the interactive impacts of groups of sources under 

either rural or urban conditions and in flat or gently rolling 

terrain. Sources can be either point sources, volume sources, 
or area sources.

Briggs' plume rise formulas (Briggs, 1971, 1975) are 

incorporated into ISC and allow for the computation of distance- 

dependent and final plume rise for both buoyancy and momentTom 

dominated pliomes. In addition, ISC accounts for the effects of 

stack tip aerodynamic downwash and the effects of aerodynamic 

wakes and eddies formed by buildings and other structures on 

plume dispersion (Huber and Snyder, 1976) (Huber, 1977).

The ISC dispersion model is designed to calculate the 

effects of gravitational setting and dry deposition for plumes 

containing particulate matter and dry deposition for plumes 

containing gaseous pollutants. Alternately, the ISC model can 

calculate total dry deposition in lieu of ambient concentrations. 
A wind-profile exponent law is used to adjust the observed wind 

speed from the measurement height to the physical emission height



for plume rise and concentration calculations. The Pasquill-
Gifford curves (Turner, 1970) are used to calculate lateral (0^,)
and vertical (a ) plume spread.

z

The ISCST model uses sequential hourly inputs of 

ambient temperature, wind speed, wind direction, stability 

class, and mixing height to compute concentration or deposition 

values for averaging periods from 1 to 24 hours. If used with 

a season or year of sequential hourly meteorological data,
ISCST will calculate seasonal or annual concentrations or 

depositions.

The ISCLT model uses a seasonal or annual statistical 
svimmary of meteorological information in the form of a joint 

frequency distribution of wind speed, wind direction, and sta­
bility class as meteorological input. Both seasonal and annual 
concentration or deposition calculations can be made with ISCLT.



PTPLU

PTPLU is a short-term Gaussian dispersion model 
designed to predict maximum hourly concentrations as a fxinction 

of wind speed and stability for point sources located in areas 
of flat terrain. PTPLU is an updated version of the PTMAX’ 
Gaussian dispersion model (Turner and Busse, 1973).

A separate analysis is made for each individual stack. 
Input to the program consists of the source emission rate, 

physical stack height, and stack gas temperature. Also required 

are the stack gas volume flow or both the stack gas velocity and 

inside diameter at the top of the stack. Additional inputs to 

the model include the height at which the meteorological data 

is valid and the power law exponents used to adjust the wind 

speed to that expected at the physical stack height.

PTPLU determines, for each wind speed and stability 

class, either the final or distance-dependent plume rise using 

methods suggested by Briggs (Briggs, 1971, 1975). This plume 

rise is added to the physical stack height to determine the 

effective height of emissions. The effective height is used to 

determine both the maximum concentration and the distance to 

maximum concentration. The plume rise calculated by PTPLU can 

take into account stack tip downwash, buoyancy induced 

dispersion, and the effects of both buoyancy and momentum on 

plume rise. The Pasquill-Gifford horizontal and vertical dis­
persion coefficients as reported by Turner (Turner, 1970) are 

incorporated into the model.
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N3

Hour
1
2
3
4
5
6
7
8 
9

10
11
12
13
14
15
16
17
18
19
20 
21 
22
23
24

TABLE E-1

WORST-CASE 24-HOUR METEOROLOGICAL CONDITIONS FOR TSP (DAY 277)

Wind
Direction
(Degrees)

83.0
82.0 
81.0
78.0
80.0 
81.0 
81.0 
82.0 
82.0 
82.0 
81.0 
80.0
84.0
80.0
78.0
81.0 
79.0
79.0
78.0
80.0 
80.0
85.0
87.0
80.0

Wind Mixing
Speed Height Temperature Stability
(MPS) (Meters) (Deg. K) Category
19.3 512.0 272.0 D
19.7 512.0 272.0 D
20.7 512.0 272.0 D
21.0 512.0 272.0 D
21.3 512.0 272.0 D
22.3 512.0 272.0 D
22.1 512.0 271.0 D
22.4 512.0 271.0 D
21.3 512.0 271.0 D
20.2 512.0 271.0 D
21.4 512.0 271.0 D
21.0 512.0 271.0 D
20.5 512.0 271.0 D
20.3 512.0 271.0 D
19.9 512.0 272.0 C
19.4 512.0 270.0 D
19.6 512.0 271.0 D
19.3 512.0 270.0 D
18.9 512.0 271.0 D
18.0 512.0 271.0 D
17.8 512.0 271.0 D
16.3 512.0 270.0 D
16.2 512.0 270.0 D
16.2 512.0 270.0 D



w
I

U)

Ull'tCTlUti

N

Nllt.

ML

tNL

L

CSL

:>L

sst
5

SSM

iiW

u:>M

w

4I4M

Hri

NHW

lOI/.L

ANN

0-3

.uoz;iU

.Unil7H

.U012'I2

.UUOfOH

.U0Ut>A/

.001174

.000470

.OQ0i>5^

.0004)4

.0000)2

.000007

.0002)0

.000704

.000704

.0004)4

.001020

.014324

TABLE E-2

RELATIVE frequency niSTRIOUTIOU STATION sPRUDHOE BAYI1979-1900)

HELAIIWL MILUUtNCr OF 
HEI.ATIVL 1-RU.iULNCI OF

4-6 

.0034UU 

.00S733 

.007314 

.003640 

.UU34U3 

.001242 

.002231 

.001644 

.001326 

.000934 

.003033 

.001946 

.001761 

.002303 

.002303 

.00373/ 

.049663 

OCCUIIKENCL OF

SPEEOIKTS)
7-10 11-16 17 - 21 GREATER THAN 21 TOTAL

002303 .000)32 .000000 .000000 .011134

001946 .000000 .000000 .000000 .000923

003033 .000233 .000000 .000000 .012093

002503 .000332 .000117 .000000 .007397

,002340 .0003P7 .000352 .000000 .007200

,001409 .000332 .000000 .000000 .004227

,001074 .UOOQUQ ,000000 .000000 .004379

,000022 .000000 .000000 .000000 .002700

,000307 .000352 .000000 .000000 .003403

,001174 .000233 .000000 .000000 .003170

.001409 .000470 .000000 ,000000 .003310

,001409 .000704 .000117 .000000* .004462

,001037 .001174 .000117 .000000 .004014

,001174 .000352 .000000 .000000 .004014

,001761 .000470 ,000000 .000000 .005733

.002466 .000332 .000000 .000000 .000101

,027709 .003900 .000704 .000000

STABILITY
CALHS llISIRigUTEO ABOVE NlTH

s .090391 
STABILITY a .000000
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TABLE E-2. (CONTINUED)

RfLATItfC FHEQliCnCf OISTRIBUTION STATION sPRUOHOC RATI1979-19801

Rt'I.AlIVL ihloulncT of 
HFLAflWl. H-.I.UULNCT OF

H - b

.000919 

.UUU919 

.003208 

.OU^TUU 

.001479 

.0U1PS2 

.000422 

.OUOlU 

.1100332 

.000132 

.000709 

.00103/ 

.000022 

.0U07UH 

.000233 

.000132 

.010333 

OOCUOKCMCt. OF

SPEEOlKTSI 
7-10 11-18

.001H09

.002231

.006939

.00MA19

.002303

.002933

.000332

.000233

.000117

.001292

.000939

.001179

.001079

.001079

.000939

.000022

.030030

.000233

.000117

.000709

.002010

.001326

.001292

.000233

.000000

.000000

.000970

.000213

.001037

.001909

.001761

.000970

.000307

.012913

SIA8ILITT
CALMS OIS/RIPUTCO ABOVE UUU

17 - 21 CHEATER THAN 21 

.000000 .nooooo

.000000 ,000000 '

,000000 .000000

.000117 .000117

.000117 .000970

,000000 .000117

.000000 .000000

,000000 .nooooo

.000000 .000000

.000000 .000000

.000117 .000000

.000233 .000117

.000117 .nooooo

.000000 .000000

.000000 .000000

.000000 .000000

.000709 .000822

= .062813
STABILITT s .000000

TOTAL

.002583

.003288

.010683

.010802

.006810

,005733

.001909

.000347

.000387

.002113

.002113

.003873

.009399

.004399

.001761

.001761
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TABLE E-2. (CONTINUED)

KCLATIVC FKCUuCljCY OISTRlllUTlON 

SPCEOlKTSt

STATION cPOUDHOE BAT(1979-19001

Ilfl.AlIVL LKLUULNCT OF
kllaiiul m;luulnct of

M - C. 

.000470 

.000233 

.001079 

.00103/ 

.002211 

.000022 

.000332 

.000233 

.U0P213 

.000000 

.001292 

.00103/ 

.00030/ 

.00011/ 

.00011/ 

.000332 

.011037

OCCUOHEHCL OF 
CALMS DISIHIBUTEO AROVC wiTM

7-10 11 - 16 17 - 21 CRCATFR than 21 total

.000704 .000470 .000000 .000000 .001644

.0011/4 .000704 .000000 .400000 .002349

,00fc340 .001496 .000117 .000000 .010430

.007043 .000434 .001996 .001079 .020663

.00b223 .007162 .002700 .002113 .020347

.0024O6 .002231 .000233 .000000 .003071

.002113 r 000000 .000000 .000000 .002466

.000117 .000000 .000000 .000000 .000332

.000117 .000117 .000000 .000000- .000367

.000022 .000233 .000000 .000000 .001292

.000022 .001326 .000000 .000000 .003640

.001326 .001996 .000233 .000233
•

.005049

.001996 .002700 .000704 .000332 .006340

.001409 .002466 .000022 .000117 .004931

.000332 .000332 .000000 .000000 .000622

.000000 .000233 .000000 .000000 .000367

.033220 .030643 .006010 .004696

C STABILITY s .067390
stability s .000000
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:>w

WbM

w

rjw

UNn

lOlflL

^NN

0-4 

.U0071& 

.UQ1U6U 

.UOIH'IO ' 

.U009&1 

.U0W')3 

• uooM'ta 

.U00H7b 

.U004‘S3 

.uooni 

.unoiab

.U00491

.uooa^z

.U0U47H

.uooa<i9

.U0U12I

.U00461

•U09474

TABLE E-2. (CONTINUED)

KCLATIVC FKCQIJCNCY OISTIUQIiTION station sPnUDUOE BAYI1979-I9ant

lULATIVt mtOULNCr OF 
KCLAlIVt FKt-UUUJCT OF

M - b 

.0Uir,N9 

.0UlS2b 

.006692 

.00^074 

.OOSSIM 

.0U303J 

.00103/ 

.000352 

.OOOSfl/ 

.001761 

.00M462 

.003757 

.00469b 

.002935 

.000704 

.001526 

.04414/ 

PCCUItKtIJCL OF

SPCCOlKTSi 
7-10 11-16

.003757

.003200

.015616

.010706

.010669

.009745

.002410

.001761

.003170

.010603

.010551

.017102

.010139

.006573

.003522

.003405

.135600

.000704

.003200

.019600

.052366

.046965

.009510

.001292

.001644

.OUO7O4

.006010

.022191

.033697

.014324

.004579

.001174

,000117

.210974

17 - 21 CRCATER than 21 

.000000 .000000

.000117

.003322

.037007

.033110

.004014

.000000

.000000

.000000

.000000

.003753

.012446

.005636

.001057

.000000

.000000

.104262

.000000 

.001057 

.023600 

.042131 . 

.000022 

.000000 

.000000 

.000000 

.000000 

.002466 

.011059 

.407200 

.000507 

.000000 

.000000 

.009020

TOTAL

.006020

.009207

.047940

.137393

.140206

.020429

.005643

.004113

.004502

.019301

.053914

.079153

.030509

.015902

.005322

.003409

STAUILITT
calms DISIRIOUTCO above UIIH

= .622203
STABILITY s .000235



lUlM
luin
liuni
I AAM

wI

Ulllt-LTIUM

N

riNL

NL

tNL

t

ESt

St.

SSL

S

SSM

SW

WSN

N

WNM

UU

NMW

lOrAL

AMN

0-3 

.U0Q3‘}9 

.UOOfaOl 

.UOlUlU . 

.U0QS76 

.UU0374 

•UOUbOM 

.000121 

.UOOUQb 

.000240 

.0Q03&4 

.000610 

.000134 

.000372 

.000113 

.000360 

.000034 

.007/40

TABLE E-2. (CONTINUED)

KELATIVE FRCOUCllCY OISTRlDUTlOM 

SPEEOiKTSI

STATION sPRUOHOC BAT(1979-19001

HfLAlIVL FKLUULNcr OF
hclatiol miluolnct of

H - 6 

.000470 

.001174 

.001761 

.003322 

.002340 

.00132b 

.000332 

.000704 

.000332 

.00103/ 

.002231 

.001079 

.002113 

.00036/ 

.00030/ 

.000704 

.021369 

OCCUKKENCL OF

7-10 11 - 16 17 - 21 greater than 21 total-
000704 .000000 .000000 .000000 .001333

000939 .uQonno .000000 .000000 .002713

006692 .000000 .000000 .000000 .009333

006642 .000000 .000000 .000000 .011190

003204 .000000 .000000 .000000 .000006

0G1174 .000000 .000000 .000000 .003303

QOOOOU .000000 .000000 .000000 .000473

000000 .000000 .000000 .000000 .000710

000233 .000000 .000000 .000000 .000027

001644 .uoonoo .000000 .000000 .003064

006373 .000000 .000000 .000000 .009416

006927 .000000 .000000 .000000
•

.000940

003737 .000000 .000000 .000000 .006243

000470 .000000 .000000 .000000 .001772

000470 .000000 .000000 .000000 .001417

000117 .oooooo' .000000 .000000 .001656

041601 .000000 .000000 .000000

STABILITY
calms uisrniBUTCO above uhh

s .070000 
STABILITY s .000233



wI00

umtCTlOH

N

HUL

rjL

LNt

L

ESL

St

SSL

S

Ssw

sw

•ISM

M

UNM

NM

i4NM

lOrAL

HILAI1Vt
HELAlIXt

ANN

0-4

.uons'il

.UOUS'W

.uooai?

.000704 

.000032 

.001/-U 

.001761 

.0014*14 

.001526 

.001516

.001074

.002211

.002211

.001516

.001017

.U0UU22

.021017

I-HLUULNC7 OF 
FitLUULNCT OF

TABLE E-2. . (CONTINUED)

BCLATIVE FIIEQUEUCT DISTRIBUTION STATION sPRUDHOE BAY 11474-19001

4-6 

.001242 

.000434 

.001242 

.001292 

.003405 

.003757 

.002340 

.001292 

.002340 

.002211 

.005204 

.002700 

.002231 

.002114 

.002340 

.001074 

.036750 

CCCURKENCt OF

S»EEO|KTSl 
7-10 11-16

.000000 

.000000 

.000117 

.000000 

.000117 . 

.000000 

.000000 

.000000 

.000000 

.000000 

.000117 

.000000 

.000000 

.000000 

.000000 

.000000 

.000352

.000000

.000000

.000000

.000000

.000000

.000000

.000000

,000000

.000000

,00*1000

.000000

.000300

.000000

.000000

.000000

.000000

.000000

calms OISIIUEUTEO above with

17 - 21 greater than 21 

.000000 .000000

.000000

.000000

.000000

.000000

.000000

.000000

.000000

.000000

.000000

.000000

.000000

.000000

,000000

.000000

.000000

.000000

.000000

.000000

.000000

.000000

.000000

.000000

.000000

.000000

.000000

.000000

.000000

.000000

.000000

.000000

.000000

.000000

STABILITY c .050119 
STABILITY n .000000

total
.001079 

.001526 

f001996 

.001996 

.004344 

,005510 

.004109 

.002700 

.003075 

.003757 

.007200 ' 

.004931 

.004462 

.003640 

.003405 

.002700



APPENDIX F

REPRESENTATIVENESS OF THE 
JIETEORCLOGICAL DATA
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REPRESENTATIVENESS OF THE METEOROLOGICAL DATA

Wind directions and wind speeds used in modeling were 

those measured at Site 1. A wind rose (joint frequency diagram) 

for these data is presented in Figure F-1. For comparison pur­
poses, wind roses for Barter Island (1958-1964), the Deadhorse 

Airport (1976), and Barter Island (1968-1977), are presented in 

Figures F-2 and F-3. The similarity of wind patterns indicated 

for these geographically separated locations and different time 

periods strongly suggests that the Prudhoe Bay Site data are 

representative of regional climatic conditions.

Stability class distributions for the Prudhoe Bay Moni­
toring Network, derived as described in Appendix C, are compared 

with those for Barter Island (1968-1977), which are derived by 

the Pasquill-Turner method, in Table F-1. When considering the 

differences in the bases for the stability classifications, it 

is concluded that the stability data from the Prudhoe Bay Network 

are reasonable approximations of regional conditions.

Precipitation and temperature data comparisons also 

indicate that the data measured at the Prudhoe Bay Monitoring 

Network, and used in the modeling analyses, are representative 

of the Kuparuk area. Precipitation data recorded during the 

April, 1979 to March, 1980 period at Point Barrow (3.19 inches) 

and Barter Island (7.20 inches) indicate a trend of increasing 

precipitation from west to east along the north coast of Alaska.
The data for Prudhoe Bay (Site 2) for this time period (5.34 inches) 

is in close agreement with this trend. Temperature data recorded 

at the three 10-meter temperature sensors in the Prudhoe Bay Moni­
toring Network averaged 12.4°F. The mean annual temperature at 

Prudhoe Bay Airport during 1971-1973 was 7.9°F. The mean tempera­
ture at Point Barrow during the April 1979 to March 1980 period

F-2



was 3.1“F higher than the climatological normal temperature 

established from 1941-1979; at Barter Island during the same 

period, the departure from the 1947-1970 climatological normal 
temperature was 3.3"F. This may be indicative of regional 
climatological change. When this difference from long-term mean 

temperature is considered in conjunction with the difference 

between 1.8-meter and 10-meter temperatures at Site 2 during 

the period of simultaneous measurements (more than 1“F), the 

Prudhoe Bay Monitoring Network data appear to be in close agree­
ment with that expected at the Prudhoe Bay Airport.
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Figure F-1
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BARTER ISLAND- ALASKA - ANN - 1958-1964
Figure F-2
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I-N-

Barter Island, Alaslca 
Ten-Year Data Period: 1968-1977

1.2%CALMS PERCENT FREQUENCY 
OF OCCURRENCE

Average Speed I3.6 mph

Prudhoe Bay (Deadhorse Airport), Alaska
One-Year Data Period; 1976

PERCENT FREQUENCY

Average Speed 12.8 mph

Figure F-3. Annual Wind Roses
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TABLE F-1. ANNUAL FREQUENCY DISTRIBUTIONS OF PASQUILL STABILITY 
CLASSES WITH AVERAGE WIND SPEED BY STABILITY CLASS

T1
I

Stability
Class

A

B
C

D

E
F

Barter Island (1968-1977) Prudhoe Bay (1979-1980)

Definition

Annual
Frequency
(percent)

Average
Wind Speed 

(mph)

Annual
Frequency
(percent)

Average 
Wind Speed 

(mph)

Extremely Unstable 0.00 N/A 9.84 6.1

Unstable 0.86 4.7 6.28 8.4

Slightly Unstable 4.54 6.3 8.76 11.3

Neutral 79.54 13.4 62.23 14.1

Slightly Stable 9.36 7.9 7.08 6.7

Stable to Extremely 
Stable

5.70 3.6 5.81 3,8






